
ABG (ALLG. BAUMASCH.
GESELLSCHAFT)

Alexander 126 – – 01.68–00.00 KHD F3L912 3 GF 683 (9,5V) – –
Alexander 128 – – 05.76–00.00 KHD F4L912 4 GF 683 (9,5V) – –
BV 590 – – 03.69–00.00 KHD F4L912 4 GF 683 (9,5V) – –
MAW 172, 173 – – 03.69–00.00 KHD F4L912 4 GF 683 (9,5V) – –
Puma 168 – – 01.68–00.00 KHD F3L912 3 GF 683 (9,5V) – –
Puma 177, 178 – – 05.76–00.00 KHD F6L912 6 GF 683 (9,5V) – –
SAW 186 – – 05.76–00.00 KHD BF6L913 6 GF 167 (19V) – –
SF 213 – – 05.76–00.00 KHD BF6L913 6 GF 167 (19V) – –
Titan 350 S, 360 – – 02.71–00.00 KHD F4L912 4 GF 167 (19V) – –
Titan 410 S – – 03.76–00.00 KHD BF6L912 6 GF 167 (19V) – –
VAS 512 – – 03.69–00.00 KHD F3L912 3 GF 683 (9,5V) – –
WZ 172 – – 03.69–00.00 KHD F4L912 4 GF 683 (9,5V) – –

AGRIA WERKE (D)
1900 D, 3800 D – – 01.59–12.67 Ilo DL 660 1 GV 123 (10,5V) – –
4800 D – – 00.00–00.00 Hatz F95U 1 GV 123 (10,5V) – KOSK 15/10

AHLMANN
A 69 – – 06.68–12.74 KHD F4L912 4 GF 167 (19V) – –
AF 10 – – 06.68–12.80 KHD F4L912 4 GF 167 (19V) – –
AF 16 – – 06.72–12.80 KHD F6L912 6 GF 167 (19V) – –
AS 7 – – 06.68–12.79 KHD F4L912 4 GF 167 (19V) – –
AS 12 – – 06.72–00.00 KHD F6L912 6 GF 167 (19V) – –

ATLAS (H. WEYHAUSEN KG)
1202, 1252 – – 01.73–12.84 KHD F3L912 3 GF 683 (9,5V) – –
1302 C – – 01.73–12.78 KHD F4L912 4 GF 683 (9,5V) – –
1702 – – 01.73–12.78 KHD F5L912 5 GF 683 (9,5V) – –
1902 – – 01.73–12.78 KHD F6L912 6 GF 683 (9,5V) – –
2002 – – 01.73–12.78 KHD F6L413V 6 GF 167 (19V) – –
2502 – – 01.73–02.88 KHD F8L413V 8 GF 167 (19V) – –
2502 B – – 01.73–02.88 KHD F10L413V 10 GF 167 (19V) – –
AB 1602 – – 01.73–12.78 KHD F4L912 4 GF 683 (9,5V) – –
ABL 710 – – 01.73–12.78 KHD F4L912 4 GF 683 (9,5V) – –
AR 70 – – 01.73–12.84 KHD F4L912 4 GF 683 (9,5V) – –
AT 710 – – 01.73–12.78 KHD F4L912 4 GF 683 (9,5V) – –
Excavator – – 01.70–12.75 Perkins D3-152 (1) – GF 154 (11V) – –
Fork Lift Truck – – 01.70–12.75 Perkins 4-203 (1) – GF 154 (11V) – –

ATLAS COPCO
PR 425 8,5 99 02.72–12.86 – GF 167 (19V) – –
PR 700 14 165 05.72–12.86 - – GF 167 (19V) – –
ST 35 2,8 27,5 01.73–12.86 - – GF 683 (9,5V) – –
ST 48 2,8 37 02.73–12.86 - – GF 683 (9,5V) – –
ST 71 5,6 55 02.73–12.86 - – GF 683 (9,5V) – –
STS 35 2,8 27,5 01.73–12.86 - – GF 683 (9,5V) – –
STS 48 2,8 37 02.73–12.86 - – GF 683 (9,5V) – –
STS 71 5,6 55 02.73–12.86 - – GF 683 (9,5V) – –
VSS 125 2,8 27,5 11.69–12.79 - – GF 683 (9,5V) – –
VSS 170 3,8 37 07.69–12.79 - – GF 683 (9,5V) – –
VSS 250 5,6 55 06.69–12.79 - – GF 683 (9,5V) – –
VSS 335 8,0 69 06.69–12.79 - – GV 191 (18V) – –

AURAN RANTATEOLLISUUS (SF)
AK 131 Excavator – – 01.70–00.00 Valmet 411A/B – GF 154 (11V) – –
AK 132 Excavator – – 01.70–00.00 Valmet 411A/B – GF 154 (11V) – –

BAUTZ AG (D)
AS 120 – – 00.00–00.00 MWM-KD 211Z 2 GD 294 (1,7V) GDS 3 KOS 17
AS 170 – – 00.00–00.00 G�ldner-2D15 2 GV 142 (9,5V) – KOS 17

kW |

82



BAUTZ AG (D)
AS 220 – – 00.00–00.00 G�ldner-2DA 2 GD 318 (1,7V) GDS 3 KOS 17
AW 120 – – 00.00–00.00 MWM-KD 211Z 2 GD 294 (1,7V) GDS 3 KOS 17
AW 180 – – 00.00–00.00 MWM-KD 211Z 2 GD 294 (1,7V) GDS 3 KOS 17
AW 240/350 – – 00.00–00.00 MWM-KD 12Z 2 GD 294 (1,7V) GDS 3 KOS 17
Bautz 200, 300 T – – 00.00–00.00 MWM-AKD 10Z 2 GV 119 (9,5V) – –
Commodore – – 00.00–00.00 G�ldner 4L79 4 GV 119 (9,5V) – KOS 09/40
Commodore – – 00.00–00.00 MWM-KD 12Z 4 GV 129 (9,5V) – KOS 09/40
T 600 – – 00.00–00.00 MWM-AKD 10D 3 GV 119 (9,5V) – KOS 10/30
T 600 – – 00.00–00.00 MWM-AKD 10V 4 GV 119 (9,5V) – KOS 09/40
T 600 – – 00.00–00.00 MWM-D 308-3 3 GV 129 (9,5V) – KOS 10/30
T 600 S – – 00.00–00.00 G�ldner 3L79 3 GV 119 (9,5V) – KOS 10/30
T 604 – – 00.00–00.00 G�ldner 4L79 4 GV 119 (9,5V) – KOS 09/40

BOMAG
BW 4, 6 A – – 01.73–00.00 KHD F3L912 3 GF 683 (9,5V) – –
BW 10 A – – 01.73–00.00 KHD F47L912 4 GF 683 (9,5V) – –
BW 15 A – – 01.73–00.00 KHD F6L912 6 GF 683 (9,5V) – –
BW 200 – – 01.73–00.00 KHD F4L912 – GF 683 (9,5V) – –
BW 211, 212 – – 01.73–00.00 KHD F6L912 6 GF 683 (9,5V) – –
213 A, AD, D, PD 82,4 103 08.81–00.00 - – GF 683 (9,5V) – –

BONSER ENGINEERING
50 D – – 01.79–00.00 David Brown 104-49 – GF 154 (11V) – –
50 D – – 01.73–12.78 David Brown 103-55 – GF 154 (11V) – –
60 D – – 01.79–00.00 David Brown 104-49 – GF 154 (11V) – –
60 D – – 01.73–12.78 David Brown 103-55 – GF 154 (11V) – –
70 D – – 01.79–00.00 David Brown 104-49 – GF 154 (11V) – –
70 D – – 01.73–12.78 David Brown 103-55 – GF 154 (11V) – –
90 D, 100 D – – 01.73–00.00 David Brown 104-49 – GF 154 (11V) – –
L 575 – – 01.73–00.00 David Brown 104-49 – GF 154 (11V) – –
LS 45, LS 55 – – 01.73–12.80 David Brown 104-49 – GF 154 (11V) – –
LS 55 SL – – 01.80–00.00 David Brown 104-49 – GF 154 (11V) – –

BRODR SOYLAND
Broyt Excavator – – 01.69–00.00 Perkins 6-354 – GF 154 (11V) – –

CHRYSLER
W 300 – – 01.71–00.00 Perkins 4-236 (V) – GF 154 (11V) – –

CLAYSON
1520 – – 01.72–12.79 KHD F4L912 4 GF 683 (9,5V) – –
1530 – – 01.72–12.79 KHD F6L912 6 GF 683 (9,5V) – –
1540 – – 01.72–12.79 KHD F6L912 6 GF 683 (9,5V) – –
M 80 – – 01.63–12.66 KHD FG712 6 GV 107 (10,5V) – –
M 80 – – 01.63–12.66 KHD FG812 6 GV 108 (9,5V) – –
M 103 – – 01.63–12.66 KHD FG712 6 GV 107 (10,5V) – –
M 103 – – 01.63–12.66 KHD FG812 6 GV 108 (9,5V) – –

DAF
FA 65 CF 180 6,2 133 02.98– NS 133 – GH 401 (12V) – –
FA 65 CF 210 6,2 156 02.98– NS 156 – GH 401 (12V) – –
FA 65 CF 240 6,2 177 02.98– NS 177 – GH 401 (12V) – –
FAV 65 CF 180 6,2 133 02.98– NS 133 – GH 401 (12V) – –
FAV 65 CF 210 6,2 156 02.98– NS 156 – GH 401 (12V) – –
FA 75 CF 250 9,2 183 02.98– PF 183 – GH 401 (12V) – –
FA 75 CF 290 9,2 212 02.98– PF 212 – GH 401 (12V) – –
FA 75 CF 320 9,2 235 02.98– PF 235 – GH 401 (12V) – –
FAG 75 CF 250 9,2 183 02.98– PF 183 – GH 401 (12V) – –
FAG 75 CF 290 9,2 212 02.98– PF 212 – GH 401 (12V) – –
FAG 75 CF 320 9,2 235 02.98– PF 235 – GH 401 (12V) – –
FAN 75 CF 250 9,2 183 02.98– PF 183 – GH 401 (12V) – –
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DAF
FAN 75 CF 290 9,2 212 02.98– PF 212 – GH 401 (12V) – –
FAN 75 CF 320 9,2 235 02.98– PF 235 – GH 401 (12V) – –
FAR 75 CF 250 9,2 183 02.98– PF 183 – GH 401 (12V) – –
FAR 75 CF 290 9,2 212 02.98– PF 212 – GH 401 (12V) – –
FAR 75 CF 320 9,2 235 02.98– PF 235 – GH 401 (12V) – –
FAS 75 CF 250 9,2 183 02.98– PF 183 – GH 401 (12V) – –
FAS 75 CF 290 9,2 212 02.98– PF 212 – GH 401 (12V) – –
FAS 75 CF 320 9,2 235 02.98– PF 235 – GH 401 (12V) – –
FAT 75 CF 250 9,2 183 02.98– PF 183 – GH 401 (12V) – –
FAT 75 CF 290 9,2 212 02.98– PF 212 – GH 401 (12V) – –
FAT 75 CF 320 9,2 235 02.98– PF 235 – GH 401 (12V) – –
FT 75 CF 250 9,2 183 02.98– PF 183 – GH 401 (12V) – –
FT 75 CF 290 9,2 212 02.98– PF 212 – GH 401 (12V) – –
FT 75 CF 320 9,2 235 02.98– PF 235 – GH 401 (12V) – –
FA 85 CF 340 12,6 250 02.98– XF 250 – GH 401 (12V) – –
FA 85 CF 390 12,6 280 02.98– XF 280 – GH 401 (12V) – –
FA 85 CF 430 12,6 315 02.98– XF 315 – GH 401 (12V) – –
FAC 85 CF 340 12,6 250 02.98– XF 250 – GH 401 (12V) – –
FAC 85 CF 390 12,6 280 02.98– XF 280 – GH 401 (12V) – –
FAC 85 CF 430 12,6 315 02.98– XF 315 – GH 401 (12V) – –
FAD 85 CF 340 12,6 250 02.98– XF 250 – GH 401 (12V) – –
FAD 85 CF 390 12,6 280 02.98– XF 280 – GH 401 (12V) – –
FAD 85 CF 430 12,6 315 02.98– XF 315 – GH 401 (12V) – –
FAG 85 CF 340 12,6 250 02.98– XF 250 – GH 401 (12V) – –
FAG 85 CF 390 12,6 280 02.98– XF 280 – GH 401 (12V) – –
FAG 85 CF 430 12,6 315 02.98– XF 315 – GH 401 (12V) – –
FAN 85 CF 340 12,6 250 02.98– XF 250 – GH 401 (12V) – –
FAN 85 CF 390 12,6 280 02.98– XF 280 – GH 401 (12V) – –
FAN 85 CF 430 12,6 315 02.98– XF 315 – GH 401 (12V) – –
FAR 85 CF 340 12,6 250 02.98– XF 250 – GH 401 (12V) – –
FAR 85 CF 390 12,6 280 02.98– XF 280 – GH 401 (12V) – –
FAR 85 CF 430 12,6 315 02.98– XF 315 – GH 401 (12V) – –
FAS 85 CF 340 12,6 250 02.98– XF 250 – GH 401 (12V) – –
FAS 85 CF 390 12,6 280 02.98– XF 280 – GH 401 (12V) – –
FAS 85 CF 430 12,6 315 02.98– XF 315 – GH 401 (12V) – –
FAT 85 CF 340 12,6 250 02.98– XF 250 – GH 401 (12V) – –
FAT 85 CF 390 12,6 280 02.98– XF 280 – GH 401 (12V) – –
FAT 85 CF 430 12,6 315 02.98– XF 315 – GH 401 (12V) – –
FT 85 CF 340 12,6 250 02.98– XF 250 – GH 401 (12V) – –
FT 85 CF 390 12,6 280 02.98– XF 280 – GH 401 (12V) – –
FT 85 CF 430 12,6 315 02.98– XF 315 – GH 401 (12V) – –
FTG 85 CF 340 12,6 250 02.98– XF 250 – GH 401 (12V) – –
FTG 85 CF 390 12,6 280 02.98– XF 280 – GH 401 (12V) – –
FTG 85 CF 430 12,6 315 02.98– XF 315 – GH 401 (12V) – –
FTT 85 CF 340 12,6 250 02.98– XF 250 – GH 401 (12V) – –
FTT 85 CF 390 12,6 280 02.98– XF 280 – GH 401 (12V) – –
FTT 85 CF 430 12,6 315 02.98– XF 315 – GH 401 (12V) – –
FA 95 XF 380 12,6 280 02.98– XF 280 – GH 401 (12V)
FA 95 XF 430 12,6 315 02.98– XF 315 – GH 401 (12V)
FA 95 XF 480 12,6 355 02.98– XF 355 – GH 401 (12V)
FA 95 XF 530 12,6 390 02.98– XF 390 – GH 401 (12V)
FAC 95 XF 380 12,6 280 02.98– XF 280 – GH 401 (12V)
FAC 95 XF 430 12,6 315 02.98– XF 315 – GH 401 (12V)
FAC 95 XF 480 12,6 355 02.98– XF 355 – GH 401 (12V)
FAC 95 XF 530 12,6 390 02.98– XF 390 – GH 401 (12V)
FAD 95 XF 380 12,6 280 02.98– XF 280 – GH 401 (12V)
FAD 95 XF 430 12,6 315 02.98– XF 315 – GH 401 (12V)
FAD 95 XF 480 12,6 355 02.98– XF 355 – GH 401 (12V)
FAD 95 XF 530 12,6 390 02.98– XF 390 – GH 401 (12V)
FAR 95 XF 380 12,6 280 02.98– XF 280 – GH 401 (12V)
FAR 95 XF 430 12,6 315 02.98– XF 315 – GH 401 (12V)
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DAF
FAR 95 XF 480 12,6 355 02.98– XF 355 – GH 401 (12V)
FAR 95 XF 530 12,6 390 02.98– XF 390 – GH 401 (12V)
FAS 95 XF 380 12,6 280 02.98– XF 280 – GH 401 (12V)
FAS 95 XF 430 12,6 315 02.98– XF 315 – GH 401 (12V)
FAS 95 XF 480 12,6 355 02.98– XF 355 – GH 401 (12V)
FAS 95 XF 530 12,6 390 02.98– XF 390 – GH 401 (12V)
FAT 95 XF 380 12,6 280 02.98– XF 280 – GH 401 (12V)
FAT 95 XF 430 12,6 315 02.98– XF 315 – GH 401 (12V)
FAT 95 XF 480 12,6 355 02.98– XF 355 – GH 401 (12V)
FAT 95 XF 530 12,6 390 02.98– XF 390 – GH 401 (12V)
FT 95 XF 380 12,6 280 02.98– XF 280 – GH 401 (12V)
FT 95 XF 430 12,6 315 02.98– XF 315 – GH 401 (12V)
FT 95 XF 480 12,6 355 02.98– XF 355 – GH 401 (12V)
FT 95 XF 530 12,6 390 02.98– XF 390 – GH 401 (12V)
FTG 95 XF 380 12,6 280 02.98– XF 280 – GH 401 (12V)
FTG 95 XF 430 12,6 315 02.98– XF 315 – GH 401 (12V)
FTG 95 XF 480 12,6 355 02.98– XF 355 – GH 401 (12V)
FTG 95 XF 530 12,6 390 02.98– XF 390 – GH 401 (12V)
FTR 95 XF 380 12,6 280 02.98– XF 280 – GH 401 (12V)
FTR 95 XF 430 12,6 315 02.98– XF 315 – GH 401 (12V)
FTR 95 XF 480 12,6 355 02.98– XF 355 – GH 401 (12V)
FTR 95 XF 530 12,6 390 02.98– XF 390 – GH 401 (12V)
FTS 95 XF 380 12,6 280 02.98– XF 280 – GH 401 (12V)
FTS 95 XF 430 12,6 315 02.98– XF 315 – GH 401 (12V)
FTS 95 XF 480 12,6 355 02.98– XF 355 – GH 401 (12V)
FTS 95 XF 530 12,6 390 02.98– XF 390 – GH 401 (12V)
FTT 95 XF 380 12,6 280 02.98– XF 280 – GH 401 (12V)
FTT 95 XF 430 12,6 315 02.98– XF 315 – GH 401 (12V)
FTT 95 XF 480 12,6 355 02.98– XF 355 – GH 401 (12V)
FTT 95 XF 530 12,6 390 02.98– XF 390 – GH 401 (12V)

DEMAG
H 15 C, P – – 04.74–12.78 KHD F4L912 4 GF 167 (19V) – –
H 21 C, P – – 04.74–12.78 KHD F5L912 5 GF 167 (19V) – –
H 23 C, LC – – 04.74–12.78 KHD F6L912 6 GF 167 (19V) – –
H 31, 36 – – 04.74–12.87 KHD F6L413V 6 GF 167 (19V) – –
H 41, 51 – – 04.74–12.87 KHD F8L413V 8 GF 167 (19V) – –
H 101 – – 04.74–04.77 KHD F8L413V 8 GF 167 (19V) – –

DEUTZ-FAHR
Intrac 2003 3,8 44 09.74–05.80 - – GF 683 (9,5V) – –
M 1202 5,7 81 01.80–00.00 - – GF 683 (9,5V) – –

DRESSER
Yumbo 3944/3945/3960/3961 3,8 46 01.73–12.86 - – GF 683 (9,5V) – –
Yumbo 3944/3945/3960/3961 5,7 78 01.73–12.86 - – GF 683 (9,5V) – –

EICHER (D)
EKL 11 – – 00.00–00.00 KHD F1L612 1 GD 214 (0,9V) GDS 3 KOS 17
L 60 – – 00.00–00.00 KHD F4L514 4 GD 368 (0,9V) GDS 3 KOS 17

EISENWERKE KAISERSLAUTERN
PL 60 MF, PL 60 R – – 01.69–12.73 KHD F6L912 6 GV 191 (18V) – –
PL 820 MF, PL 820 R – – 01.70–00.00 KHD BF6L913 6 GV 191 (18V) – –

FAHR
D 12, D 12 N/NH – – 00.00–00.00 1DA 1 GD 318 (1,7V) GDS 3 KOS 17
D 17 H – – 00.00–00.00 2D15 2 GV 142 (9,5V) – KOS 17
D 17 N/NH – – 00.00–00.00 2DN 2 GV 142 (9,5V) – KOS 17
D 22 P/KH – – 00.00–00.00 2DA 2 GD 318 (1,7V) GDS 3 KOS 17
D 30 L, D 270/H – – 00.00–00.00 KHD F2L514 2 GD 294 (1,7V) GDS 3 KOS 17
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FAHR
D 131 W, D 132 W, D 135, D 135 H – – 00.00–00.00 2DNS 2 GV 142 (9,5V) – KOS 17
D 160 H – – 00.00–00.00 2DA 2 GD 318 (1,7V) GDS 3 KOS 17
D 400 A/B/C – – 00.00–00.00 KHD F3L514 3 GD 294 (1,7V) GDS 3 KOS 17
M 600 – – 00.00–00.00 KHD F3L912 3 GF 683 (9,5V) – –
M 750, 900, 922 – – 01.69–12.81 KHD F4L912 4 GF 683 (9,5V) – –
M 1000 – – 01.68–12.77 KHD F6L912 6 GF 683 (9,5V) – –
M 1002 – – 01.69–12.81 KHD F5L912 5 GF 683 (9,5V) – –
M 1102 – – 01.69–12.81 KHD F6L912 – GF 683 (9,5V) – –
M 1200 – – 01.68–12.77 KHD F6L912 6 GF 683 (9,5V) – –
M 1202 – – 05.76–12.80 KHD F6L912 6 GF 683 (9,5V) – –
M 1300 H – – 01.74–04.76 KHD BF6L912 6 GF 683 (9,5V) – –
M 1300 M – – 09.74–12.79 KHD F6L913 6 GF 683 (9,5V) – –
M 1302, H – – 05.76–12.79 KHD BF6L913 6 GF 683 (9,5V) – –
M 1600 – – 05.72–12.80 KHD F8L413V 8 GF 683 (9,5V) – –
M�hdrescher M 4 – – 00.00–00.00 KHD F3L310 3 GV 108 (9,5V) – KOS 10/30
M�hdrescher M 4 – – 00.00–00.00 KHD F4L310 4 GV 108 (9,5V) – KOS 09/40
M�hdrescher M 4 – – 00.00–00.00 KHD F4L812 4 GV 108 (9,5V) – KOS 09/40

FENDT (D)
F 12 GH – – 00.00–00.00 MWM KD12E 1 GD 294 (1,7V) GDS 3 KOSK 17
F 15, F 28 P/H, F 40 – – 00.00–00.00 MWM KDW415E,Z,D 1–3 GD 294 (1,7V) GDS 3 KOSK 17
F 17 W, FW 120, FW 216 – – 00.00–00.00 MWM KD211Z 2 GD 294 (1,7V) GDS 3 KOSK 17
F 20 m – – 00.00–00.00 MWM DKW615E 1 GD 294 (1,7V) GDS 3 KOSK 17
F 230 GT – – 00.00–00.00 MWM AKD210,5D 3 GV 119 (9,5V) – KOS 10/30
F 231 GT, FW 139/228 m, FW/FWA 138
m

– – 00.00–00.00 MWM D208-3 3 GV 129 (9,5V) – KOS 10/30

F 24 W, FW 237 – – 00.00–00.00 MWM KD12Z 2 GD 294 (1,7V) GDS 3 KOSK 17
Farmer 2 DE, 2 E, 2 N, 2 S – – 00.00–00.00 MWM D208-3 3 GV 129 (9,5V) – KOS 10/30
Farmer 3 S – – 04.66–12.67 MWM D208-4 4 GV 129 (9,5V) – KOS 09/40
Farmer 5 S – – 00.00–00.00 MWM D225-4 4 GV 129 (9,5V) – KOS 09/40
Favorit 3 – – 01.64–12.65 MWM KD210,5V 4 GV 129 (9,5V) – KOS 09/40
Favorit 4 – – 01.67–12.67 MWM D208-6 6 GV 129 (9,5V) – –
FL 120 m, FL 131 m – – 00.00–00.00 MWM D325-2 2 GV 129 (9,5V) – –
FW 116 m – – 00.00–00.00 MWM AKD412E 1 GD 318 (1,7V) GDS 3 KOSK 17
FW 116, FW 116 m – – 09.60–00.00 MWM KD412E,

AKD412E
1 GV 119 (9,5V) – KOSK 15/10

FW 116, FW 140, FW 150, FW 116 m – – 00.00–10.58 MWM KD412E,D 1/3 GD 318 (1,7V) GDS 3 KOSK 17
FW 116, FW 140, FW 150, FW 116 m – – 00.00–00.00 MWM AKD412E 1 GV 170 (10,5V) – KOSK 15/10
FW 116, FW 140, FW 150, FW 116 m – – 00.00–00.00 MWM KD412D 3 GV 170 (10,5V) – KOS 10/30
FW 139 m 00.00–00.00 – GV 170 (10,5V) – KOS 10/30
FW 139, FW 228 m – – 06.62–00.00 MWM KD110,5D 3 GV 119 (9,5V) – KOS 10/30
FW 139, FW 228 m – – 09.60–00.00 MWM KD10,5D 3 GV 119 (9,5V) – KOS 10/30
FW 140, FW 150 – – 00.00–00.00 MWM KD412D 3 GV 119 (9,5V) – KOS 10/30
FW 150/11, FWA 150/7 – – 00.00–00.00 MWM KD210,5V 4 GV 119 (9,5V) – KOS 09/40
FW 150/11, FWA 150/7 – – 00.00–00.00 MWM D208-4 4 GV 129 (9,5V) KOS 09/40
FW/FWA 180 m – – 00.00–00.00 MWM D225-6 6 GV 129 (9,5V) – –
FW/FWA 238 m, FW/FWA 258 m, FW/
FWA 165 m

– – 00.00–00.00 MWM D225-4 4 GV 129 (9,5V) – KOS 09/40

FERRARI
Trattore 94 – – 06.80–00.00 Slanzi DVA1030 – GH 760 (11V) – –
Trattore 95 – – 06.80–00.00 Slanzi DVA1550 – GH 760 (11V) – –

FUCHS
400 – – 01.69–12.78 KHD F3L912 3 GF 683 (9,5V) – –
500 – – 01.69–12.79 KHD F4L912 4 GF 683 (9,5V) – –
701, 702 M, R – – 01.69–12.78 KHD F3L912 3 GF 683 (9,5V) – –
703 M, R – – 01.69–12.79 KHD F4L912 4 GF 683 (9,5V) – –
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GOLDONI
40 BW 1,6 26 06.91–12.91 - – GV 636 (11V) – –
42 1,6 19 06.91–00.00 - – GV 636 (11V) – –
42 B 1,6 25 06.91–00.00 - – GH 760 (11V) – –
55 2,0 39 09.91–00.00 - – GV 657 (11V) – –
236 – – 01.78–12.84 Slanzi DVA1550 – GH 760 (11V) – –
240 – – 06.79–10.88 Slanzi DVA1750 – GH 760 (11V) – –
245 1,9 28 01.89–00.00 - – GH 760 (11V) – –
336 1,5 27 06.74–11.90 - – GH 760 (11V) – –
518 0,7 10 01.88–00.00 - – GH 760 (11V) – –
834 – – 01.77–12.84 Slanzi DVA1550 – GH 760 (11V) – –
900 RS 1,0 18 04.90–00.00 - – GH 760 (11V) – –
926, RS, DT – – 01.78–00.00 Slanzi 1030 – GH 760 (11V) – –
938 1,7 15 09.88–04.90 - – GH 760 (11V) – –
945 RS/DT 1,9 28 04.90–00.00 - – GH 760 (11V) – –
1040 – – 06.79–12.88 Slanzi 1750 – GH 760 (11V) – –
3050, 3070 2,1 40 06.91–00.00 - – GV 657 (11V) – –
3445 1,9 28 10.88–00.00 - – GH 760 (11V) – –
Transcar 25 RS 1,0 16 11.90–00.00 - – GH 760 (11V) – –
Transcar 30, RS 1,2 20 11.90–00.00 - – GH 760 (11V) – –
Transcar 35 1,3 19 03.91–00.00 - – GH 760 (11V) – –
Universal 224 0,93 18 08.70–12.79 - – GH 760 (11V) – –

HAMM
8,5 VTD – – 05.77–00.00 KHD F3L912 3 GF 683 (9,5V) – –
DV 10-B – – 05.77–00.00 KHD F5L912 5 GF 683 (9,5V) – –
GRW 10, 15 – – 05.77–00.00 KHD F6L912 6 GF 683 (9,5V) – –
GRW 30 – – 05.77–00.00 KHD F8L413V 8 GF 683 (9,5V) – –

HATRA
GW 22 – – 01.69–12.78 KHD F6L912 6 GF 683 (9,5V) – –
Gigant 10, 12, 14 – – 01.69–12.79 KHD F4L912 4 GF 683 (9,5V) – –
Gigant 6, 8 – – 01.69–12.79 KHD F3L912 3 GF 683 (9,5V) – –
TRW 40 – – 01.69–12.78 KHD F2L912 2 GF 683 (9,5V) – –
TRW 60 – – 01.69–12.78 KHD F3L912 3 GF 683 (9,5V) – –
TW 61, 81 – – 01.69–12.78 KHD F3L912 3 GF 683 (9,5V) – –

HATZ (D)
2L 30 S, Z, C, 2L 40 S, Z, C (12 V) – – 00.00–00.00 - 2 GH 760 (11V) – KOS 08/50
2 M 40 (24 V) – – 00.00–00.00 - 2 GH 760 (11V) – KOS 08/50
3L 30 S, Z, C, 3L 40 S, Z, C (12 V) – – 00.00–00.00 - 3 GH 760 (11V) – KOS 08/50
3 M 40 (24 V) – – 00.00–00.00 - 3 GH 760 (11V) – KOS 08/50
4L 30 S, Z, C, K, 4L 40 S, Z, C, K (12 V) – – 00.00–00.00 - 4 GH 760 (11V) – KOS 08/50
4 M 40 (24 V) – – 00.00–00.00 - 4 GH 010 (12V) – KOS 08/50
E 71-E 785 (12 V) – – 00.00–00.00 - 1 GV 176 (10,5V) – KOSK 15/10

HOLDER GMBH (D)
A 10 – – 00.00–00.00 - – GH 760 (11V) – –
A 30 – – 00.00–00.00 VK2 – GH 760 (11V) – –
A 40 – – 00.00–00.00 6001-2 – GH 760 (11V) – –
A 45, A 55, A 55 F – – 00.00–00.00 VD3 – GH 760 (11V) – –
A 50 – – 00.00–00.00 60001-3 – GH 760 (11V) – –
A 60 Turbo, A 60 F Turbo – – 00.00–00.00 6001-4 – GH 760 (11V) – –
A 60, A 60 F – – 00.00–00.00 601-3 – GH 760 (11V) – –
A 60, A 60 F – – 00.00–00.00 60001-3 – GH 760 (11V) – –
B 10 (D 500) – – 00.00–00.00 - – GH 760 (11V) – –
B 12 – – 00.00–00.00 Sachs D600L 1 GV 155 (9,5V) – KOSK 15/10
B 50, B 51 Narrow Gauge Tractor – – 01.76–00.00 Perkins D3-152 – GF 154 (11V) – –
BS 12 – – 00.00–00.00 Sachs D600L 1 GV 155 (9,5V) – KOSK 15/10
C 40 – – 00.00–00.00 6001-2 – GH 760 (11V) – –
C 50, C 60, C 500 – – 00.00–00.00 6001-14 – GH 760 (11V) – KOSK 15/10
Cultitrac A 20 – – 00.00–00.00 MWM AKD102 2 GV 119 (9,5V) – –
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HOLDER GMBH (D)
E 12 – – 00.00–00.00 Sachs D600L 1 GV 155 (9,5V) – KOSK 15/10
E 8 D, E 12 – – 00.00–00.00 F&S Stamo 1 GV 155 (9,5V) – KOS 17
ED 10 – – 00.00–00.00 - – GH 760 (11V) – –
ED II – – 00.00–00.00 - – GH 760 (11V) – –
P 60 – – 00.00–00.00 VK2 – GH 760 (11V) – –

HUERLIMANN (I)
H 355 – – 01.82–00.00 Same 1053P – GF 683 (9,5V) – –
H 360 – – 01.80–00.00 H-1103/5 – GH 760 (11V) – –

IH (INTERNATIONAL HARV.) (D)
180 Series Truck – – 01.64–12.69 Perkins 6-354 – GF 154 (11V) – –
1820 Acco Truck – – 01.75–00.00 Perkins 6-354 – GF 154 (11V) – –
3944 Yumbo (Y 60) – – 01.73–00.00 KHD F4l912 4 GF 683 (9,5V) – –
3945 Yumbo (H 60) – – 01.73–00.00 KHD F4L912 4 GF 683 (9,5V) – –
3960 Yumbo (Y 90) – – 01.73–00.00 KHD F6L912 6 GF 683 (9,5V) – –
3961 Yumbo (H 90) – – 01.73–00.00 KHD F6L912 6 GF 683 (9,5V) – –
BTD – – 00.00–00.00 DD 310/DD 358Cc 4 GD 255 (1,7V) – KOSK 17
D-215 – – 00.00–06.64 DD 66 2 GD 368 (0,9V) GDS 3 KOSK 17
D-215 – – 07.64–00.00 D 66 2 GV 196 (12V) – –
D-219 – – 00.00–00.00 DD 74 2 GD 368 (0,9V) GDS 3 KOSK 17
D-219 – – 00.00–00.00 DD 74 2 GV 196 (12V) – –
D-322 – – 00.00–00.00 DD 99 3 GD 368 (0,9V) GDS 3 KOSK 17
D-322 – – 00.00–00.00 DD 99 3 GV 196 (12V) – –
D-322 – – 00.00–00.00 D 99 3 GD 368 (0,9V) GDS 3 KOSK 17
D-323 V – – 01.65–05.74 D 111 – GV 170 (10,5V) – –
D-326 – – 00.00–00.00 DD 111 3 GD 368 (0,9V) GDS 3 KOSK 17
D-326 – – 00.00–00.00 DD 111 3 GV 196 (12V) – –
D-432 – – 00.00–00.00 DD 132 4 GD 368 (0,9V) GDS 3 KOSK 17
D-432 – – 00.00–00.00 DD 132 4 GV 196 (12V) – –
D-439 – – 00.00–00.00 DD 148 4 GD 368 (0,9V) GDS 3 KOSK 17
D-439 – – 00.00–00.00 DD 148 4 GV 196 (12V) – –
Farmall D 217, Standard D-217 – – 01.56–12.62 DD 74 2 GD 368 (0,9V) GDS 3 KOSK 17
Farmall D 323, 323 V – – 01.65–00.00 DD 111 3 GV 196 (12V) – –
Farmall D 324 – – 01.56–12.62 DD 111 3 GD 368 (0,9V) GDS 3 KOSK 17
Farmall D 430 – – 00.00–06.64 DD 132 4 GD 368 (0,9V) GDS 3 KOSK 17
Farmall D 432 – – 07.64–00.00 DD 148 4 GV 196 (12V) – –
Highway Truck – – 01.77–00.00 Perkins 6-354.4 – GF 154 (11V) – –
Raupe TD-9-92 – – 00.00–00.00 - 4 GV 134 (11V) – –
Schlepper 560, 660, 706 – – 00.00–00.00 - – GV 134 (11V) – –

IRMER U. ELZE
D 341-R 9 DG, SL 2,8 29 11.68–12.86 - – GF 683 (9,5V) – –
D 401- R 9 D 3,8 38 06.68–12.78 - – GF 683 (9,5V) – –
D 451-R 9 DG, SL 3,8 38 01.74–12.86 - – GF 683 (9,5V) – –
D 681-R 9 SL 5,6 57 11.68–12.86 - – GF 167 (19V) – –
D 1802-S 4 D 14,1 176 11.69–12.79 - – GF 167 (19V) – –
S 551 S/S, 7 SL 2,8 38 04.77–00.00 - – GF 683 (9,5V) – –
S 1051 SLS 5,6 78 04.77–09.86 - – GF 167 (19V) – –
S 1131-7 SL 5,6 78 10.86–00.00 - – GF 167 (19V) – –

IVECO
Daily 30-8, 35-8, 40-8 2,45 53 10.83–00.00 - – GV 852 (11V) – –
35-10, 40-10, 49-10 – – 00.00–00.00 8140.21 – GF 683 (9,5V) – –
75-9 A – – 01.83–00.00 KHD F4L913 4 GF 683 (9,5V) – –
80-9 A – – 01.83–00.00 KHD F4L913 4 GF 683 (9,5V) – –
80-13 A – – 01.83–00.00 KHD BF6L913T 6 GF 683 (9,5V) – –
80-13 A – – 01.83–00.00 KHD BF6L913T 6 GF 683 (9,5V) – –
80-16 A – – 01.83–00.00 KHD BF6L913 6 GF 683 (9,5V) – –
90-9 A – – 01.83–00.00 KHD F4L913 4 GF 683 (9,5V) – –
90-13 A – – 01.83–00.00 KHD F6L913 6 GF 683 (9,5V) – –
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IVECO
90-13 A – – 01.83–00.00 KHD BF6L913T 6 GF 683 (9,5V) – –
110-13 A – – 01.83–00.00 KHD F6L913 6 GF 683 (9,5V) – –
110-13 A – – 01.83–00.00 KHD BF6L913T 6 GF 683 (9,5V) – –
110-16 A – – 01.83–00.00 KHD BF6L913 6 GF 683 (9,5V) – –
120-13 ANW – – 01.83–00.00 KHD F6L913 6 GF 167 (19V) – –
120-16 ANW Allrad (AWD) – – 01.83–00.00 KHD BF6L913 6 GF 167 (19V) – –
130-13 A – – 01.83–00.00 KHD F6L913 6 GF 683 (9,5V) – –
130-13 A – – 01.83–00.00 KHD BF6L913T 6 GF 683 (9,5V) – –
130-16 A – – 01.83–00.00 KHD BF6L913 6 GF 683 (9,5V) – –
150-16 AN – – 01.83–00.00 KHD BF6L913 6 GF 167 (19V) – –
2120 (USA) – – 00.00–00.00 8060.05, 8060.25 – GF 683 (9,5V) – –
Euro 120 TA 5,9 88–96 01.87–00.00 Fiat 8060.25.661, 663 – GF 683 (9,5V) – –
Euro 220 T 5,9 88–96 01.87–00.00 Fiat 8060.25.661 – GF 683 (9,5V) – –
Euro 230 T 5,9 96 01.87–00.00 Fiat 8060.25.662, 673 – GF 683 (9,5V) – –
Euro 335 T 5,9 99 01.87–00.00 Fiat 8060.25.631 – GF 683 (9,5V) – –
Euro 340 T 5,9 103 01.87–00.00 Fiat 8060.25.641 – GF 683 (9,5V) – –
Euro 435 T 5,9 99 01.87–00.00 Fiat 8060.25.625 – GF 683 (9,5V) – –
Euro 450 T 5,9 110 01.87–00.00 Fiat 8060.25.621 – GF 683 (9,5V) – –
Z 120 TA 5,9 88–96 02.86–12.86 Fiat 8060.25.661 – GF 683 (9,5V) – –
Z 120 TA 5,5 96 07.83–01.86 Fiat 8060.24.661, 664 – GF 683 (9,5V) – –
Z 220 T 5,9 88–96 02.86–12.86 Fiat 8060.25.661 – GF 683 (9,5V) – –
Z 220 T 5,5 96 01.83–01.86 Fiat 8060.24.661 – GF 683 (9,5V) – –
Z 230 T 5,5 96 03.84–06.86 Fiat 8060.24.662, 673 – GF 683 (9,5V) – –
Z 230 T 5,9 96 07.86–12.86 Fiat 8060.25.662 – GF 683 (9,5V) – –
Z 235 T 5,9 99 10.86–12.86 Fiat 8060.25.630, 631 – GF 683 (9,5V) – –
Z 340 T 5,5 103 11.84–05.86 Fiat 8060.24.643 – GF 683 (9,5V) – –
Z 340 T 5,9 103 06.86–12.86 Fiat 8060.25.641 – GF 683 (9,5V) – –

JEEPNEY
Bus – – 01.69–00.00 Perkins 4-108 – GF 154 (11V) – –

JE-LAU
Fork Lift Truck – – 01.71–00.00 Perkins 4-203 – GF 154 (11V) – –

JENBACHER-MOTORENWERKE (A)
JW 220 KF – – 00.00–00.00 JW 440KL 1 GD 220 (1,7V) – KOSK 17
JW 156 K – – 00.00–00.00 - 2 GD 220 (1,7V) – KOSK 17
JW 35 – – 00.00–00.00 - – GV 142 (9,5V) – KOSK 17
JW 35 – – 00.00–00.00 - – GV 142 (9,5V) – KOSK 17
JW 440 KLF – – 00.00–00.00 - 2 GD 220 (1,7V) – KOSK 17
JW 78 – – 00.00–00.00 JW 440KL 1 GD 220 (1,7V) – KOSK 17

J.I. CASE
660 P Fork Lift Truck – – 01.72–00.00 Perkins 4-236 – GF 154 (11V) – –
900 Combine – – 01.68–12.70 Perkins 4-236TA – GF 154 (11V) – –

JC BAMFORD
413 Loading Shovel – – 01.71–00.00 Perkins 6-372-1 – GF 154 (11V) – –
418 Loading Shovel – – 01.71–00.00 Perkins T6-354 (1) – GF 154 (11V) – –
6C, 6D, 7C Excavator – – 01.71–00.00 Perkins 6-372-1 – GF 154 (11V) – –
8C Excavator – – 01.71–00.00 Perkins T6-354 – GF 154 (11V) – –
CR6C, 6D, 7B, 7C – – 01.69–12.71 Perkins 6-354 – GF 154 (11V) – –
Crawler JCB5 – – 01.69–12.70 Perkins 4-236 – GF 154 (11V) – –
Crawler Methods, Crawler Shovel – – 01.70–12.71 Perkins 4-248 (1) – GF 154 (11V) – –
Heading Shovel – – 01.71–00.00 Perkins T6-354 (1) – GF 154 (11V) – –
JCB5C – – 01.69–12.73 Perkins 4-236, 4.248 – GF 154 (11V) – –
JCB6 Crawler – – 01.64–12.68 Perkins 4-236 – GF 154 (11V) – –
JCB6C, 6D, 7B, 7C – – 01.69–12.73 Perkins 6-354 – GF 154 (11V) – –
JCB6C, 7C Crawler – – 01.64–12.68 Perkins 6-354 – GF 154 (11V) – –
JCB 6 (W) (C) Excavator – – 01.69–12.70 Perkins 4-236 (1) – GF 154 (11V) – –
JCB 110 – – 01.71–12.75 Perkins 4-248 – GF 154 (11V) – –
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JC BAMFORD
JCB 110 Crawler – – 01.71–00.00 Perkins 4-248 – GF 154 (11V) – –
JCB 112 – – 01.72–00.00 Perkins 6-354(1) – GF 154 (11V) – –
JCB 114 – – 01.72–00.00 T6-354 (1) – GF 154 (11V) – –
JCB 413 Shovel – – 01.73–00.00 Perkins 6-354 – GF 154 (11V) – –
JCB 418 Shovel – – 01.73–00.00 Perkins T6-354 – GF 154 (11V) – –
JCB 702-704 – – 01.71–12.74 Perkins – GF 154 (11V) – –
JCB 805 B – – 01.79–00.00 Perkins 6-354 – GF 154 (11V) – –
JCB 805-806 – – 01.73–00.00 Perkins 4-248 – GF 154 (11V) – –
JCB 806 B-807-807 B – – 01.73–00.00 Perkins 6-354 – GF 154 (11V) – –
JCB 902, 1250 – – 01.71–12.74 Perkins 6-354 – GF 154 (11V) – –
JCB 904-1250 Shovel – – 01.71–00.00 Perkins 6-354 – GF 154 (11V) – –
JCB 907, JCB 1750 – – 01.69–12.71 Leyland UE 400 – GF 154 (11V) – –
JCB Crawler Model JCB5 – – 01.71–00.00 Perkins 4-248 – GF 154 (11V) – –
JCBSL 702-704 – – 01.69–12.70 Perkins 4-236, 4-248 – GF 154 (11V) – –
JCBSL 1500 – – 01.69–12.70 Perkins 6-354 – GF 154 (11V) – –
JCBSL 1750, 907 – – 01.71–12.73 Perkins T6-354 – GF 154 (11V) – –
S 900 Combine Harvester – – 01.70–12.71 Perkins 4-248 – GF 154 (11V) – –
SCW Excavator – – 01.69–12.71 Perkins 4-248 – GF 154 (11V) – –
Shovels JCB 702-704 – – 01.71–12.74 Perkins 4-248 – GF 154 (11V) – –
SL 1250 Tractor Shovel – – 01.71–00.00 Perkins 6-354 (1) – GF 154 (11V) – –
SL 1750, SL 907 – – 01.69–12.70 Perkins T6-354 – GF 154 (11V) – –
SL 900, 1000 – – 01.69–12.70 Perkins 6-354 – GF 154 (11V) – –
Wheeled Heading Shovels JCB 904-
1250

– – 01.69–12.71 Perkins 6-354 – GF 154 (11V) – –

JOHN DEERE
930 Tractor – – 01.74–00.00 3164 DL 15 3 GF 154 (11V) – –
930 Tractor – – 01.74–00.00 3164 DZ 01 3 GF 154 (11V) – –
1030 Tractor – – 01.74–00.00 3164 DL 09 3 GF 154 (11V) – –
1030-1130-2040 – – 01.74–00.00 3164 DL 04 3 GF 154 (11V) – –
1130 Tractor – – 01.74–00.00 3164 DL 13 3 GF 154 (11V) – –
1630 Tractor – – 01.74–00.00 3179 DL 02 3 GF 154 (11V) – –
1830-2030 Tractor – – 01.74–00.00 4219 DL 03 4 GF 154 (11V) – –
2030 Tractor – – 01.74–00.00 4219 DL 04 4 GF 154 (11V) – –
2130 Tractor – – 01.74–00.00 4239 DL 01 4 GF 154 (11V) – –
2130 Tractor – – 01.74–00.00 4239 DZ 01 4 GF 154 (11V) – –
2130 Tractor – – 01.74–00.00 4239 DZ 02 4 GF 154 (11V) – –
2130 Tractor – – 01.74–00.00 4239 TL 02 4 GF 154 (11V) – –
2240-1630 Tractor – – 01.74–00.00 3179 DL 01 3 GF 154 (11V) – –
Combine Harvesters 830 Tractor – – 01.74–00.00 3164 DL 14 3 GF 154 (11V) – –
JD 310 Crawler – – 01.74–00.00 3179 DL 03 3 GF 154 (11V) – –
JD 350 Crawler – – 01.74–00.00 3152 DL 10 3 GF 154 (11V) – –
JD 400 Skidder – – 01.74–00.00 4219 DL 05 4 GF 154 (11V) – –
JD 410 Skidder – – 01.74–00.00 4219 DL 09 4 GF 154 (11V) – –
JD 450 Crawler – – 01.74–00.00 4219 DL 07 4 GF 154 (11V) – –
MB 935 Combine – – 01.74–00.00 4219 DZ 05 4 GF 154 (11V) – –
MB 945 Combine – – 01.74–00.00 4239 TZ 01 4 GF 154 (11V) – –

JOHN DEERE-LANZ (D)
D 1266, D 1666, A 1806 – – 00.00–00.00 MWM 1, MWM 2 – GD 294 (1,7V) GDS 3 KOSK 17
MD 18 S (M�hdrescher) – – 00.00–00.00 DB OM 636 4 GD 318 (1,7V) GDS 3 KOS 17

KAELBLE
3 WT, 3 WTV – – 00.00–00.00 KHD F2L410 2 GV 136 (9,5V) – –
12 WM, 14 WM – – 00.00–00.00 M 215d – GD 220 (1,7V) – KOSK 17
K 650, KV 650, KDV 650 – – 00.00–00.00 M 215s/s-T – GD 294 (1,7V) GDS 3 KOSK 17
K 680 – – 00.00–00.00 GO 130s/s-T – GD 255 (1,7V) – KOSK 17
KDV 833, KV 835 E – – 00.00–00.00 GO 130a – GD 255 (1,7V) – KOSK 17
KDV 836 E – – 00.00–00.00 GO 130a-T – GD 255 (1,7V) – KOSK 17
KDV 836 E – – 00.00–00.00 GO 130 – GD 255 (1,7V) – KOSK 17
KDV 836 EV – – 00.00–00.00 M 130s-V 6 GV 361 (1,7V) GDS 3 –
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KAELBLE-GMEINDER
KK 35 – 206 02.80–11.82 MAN D 2566MT – GF 667/

GF 111 (19V)17

– –

KK 35 – 206 12.82–00.00 MAN D 2566MT – GF 667/
GF 111 (19V)17

– –

KHD
12-Volt-Anlagen – – 00.00–00.00 FL413W – GV 179 (9,5V) – –
12-Volt-Anlagen – – 01.66–00.00 F3M716, F3FM716 3 GV 197 (9,5V) – –
12-Volt-Anlagen – – 01.66–00.00 F4M716, F4FM716 4 GV 197 (9,5V) – –
12-Volt-Anlagen – – 01.66–00.00 F6M716, F6FM716 6 GV 197 (9,5V) – –
12-Volt-Anlagen – – 01.66–00.00 F2L812 2 GV 108 (9,5V) – KOS 10/30
12-Volt-Anlagen – – 01.66–00.00 F2L812S 2 GV 108 (9,5V) – KOS 09/40
12-Volt-Anlagen – – 01.66–00.00 F3L812 3 GV 108 (9,5V) – –
12-Volt-Anlagen – – 01.66–00.00 F4L812 4 GV 108 (9,5V) – –
12-Volt-Anlagen – – 01.66–00.00 F6L812 6 GV 108 (9,5V) – KOSK 15/10
12-Volt-Anlagen – – 00.00–00.00 F..L913 – GF 683 (9,5V) – –
24-Volt-Anlagen – – 00.00–00.00 FL413W – GV 181 (18V) – –
24-Volt-Anlagen – – 01.66–00.00 F3M716, F3FM716 3 GV 191 (18V) – –
24-Volt-Anlagen – – 01.66–00.00 F4M716, F4FM716 4 GV 191 (18V) – –
24-Volt-Anlagen – – 01.66–00.00 F6M716, F6FM716 6 GV 191 (18V) – –
24-Volt-Anlagen – – 01.66–00.00 F12M716; F12FM716 12 GV 191 (18V) – –
24-Volt-Anlagen – – 01.66–00.00 F3M716, F3FM716 3 GV 390 (18V) GDS 3 –
24-Volt-Anlagen – – 01.66–00.00 F4M716, F4FM716 4 GV 390 (18V) GDS 3 –
24-Volt-Anlagen – – 01.66–00.00 F6M716, F6FM716 6 GV 390 (18V) GDS 3 KOSK 15/10
24-Volt-Anlagen – – 01.66–00.00 F12M716, F12FM716 12 GV 390 (18V) GDS 3 –
24-Volt-Anlagen – – 01.66–00.00 F1L812 1 GV 108 (9,5V) – –
24-Volt-Anlagen – – 00.00–00.00 F..L913 – GF 167 (19V) – –
1156 – – 06.81–00.00 Same 105.6P – GF 683 (9,5V) – –
1256 DT – – 06.78–07.81 Same 1056P – GF 683 (9,5V) – –
1356 DT – – 12.80–00.00 H 1106-12 – GF 683 (9,5V) – –
1556 DT – – 06.81–00.00 H 1106-15 – GF 683 (9,5V) – –
D 10006 – – 00.00–00.00 F6L912 6 GF 683 (9,5V) – –
D 13006 – – 05.72–00.00 BF6L912 6 GF 683 (9,5V) – –
D 25, D 30, D 30 S, D 2502, D 3005 – – 00.00–00.00 F2L812 2 GV 108 (9,5V) – KOS 17
D 40, D 40 S, D 4005, D 4505 – – 00.00–00.00 F3L812 3 GV 108 (9,5V) – KOSK 15/10
D 40, D 40 S, D 4005, D 4505 – – 03.60–00.00 F1L712 1 GV 107 (10,5V) – KOS 10/30
D 40, D 40 S, D 4005, D 4505 – – 03.60–00.00 F2L712 2 GV 107 (10,5V) – KOS 09/40
D 40, D 40 S, D 4005, D 4505 – – 03.60–00.00 F3L712 3 GV 107 (10,5V) – KOS 10/30
D 40, D 40 S, D 4005, D 4505 – – 03.60–00.00 F4L712 4 GV 107 (10,5V) – –
D 40, D 40 S, D 4005, D 4505 – – 03.60–00.00 F6L712 6 GV 107 (10,5V) – KOS 09/40
D 4506 – – 09.74–00.00 F3L912 3 GF 683 (9,5V) – –
D 5005 – – 00.00–00.00 F4L812 4 GV 108 (9,5V) – –
D 5206 – – 09.74–00.00 F3L912 3 GF 683 (9,5V) – –
D 5505 – – 00.00–00.00 F4L812 4 GV 108 (9,5V) – –
D 5506 – – 00.00–00.00 F4L912 4 GF 683 (9,5V) – –
D 6006 – – 00.00–08.74 F4L912 4 GF 683 (9,5V) – –
D 6206 – – 09.74–00.00 F4L912 4 GF 683 (9,5V) – –
D 6806 – – 09.74–00.00 F4L912 4 GF 683 (9,5V) – –
D 7006 – – 00.00–08.74 F4L912 4 GF 683 (9,5V) – –
D 7206 – – 00.00–00.00 F4L912 4 GF 683 (9,5V) – –
D 8005 – – 00.00–00.00 F6L812 6 GV 108 (9,5V) – KOSK 15/10
D 8005 – – 05.65–00.00 BF/A12L714 12 GV 380 (22,5V) GDS 3 –
D 8005 – – 00.00–00.00 F..M716; F..FM716 3–

12
GD 368 (0,9V) GDS 3 KOSK 17

D 8005 – – 01.66–00.00 F6L714 6 GV 197 (9,5V) – –
D 8005 – – 01.66–00.00 F8L714 8 GV 197 (9,5V) – –
D 8005 – – 01.66–00.00 F10L714 10 GV 197 (9,5V) – –
D 8005 – – 01.66–00.00 F12L714 12 GV 197 (9,5V) – –
D 8005 (24 V) – – 03.60–00.00 F1L712 1 GV 117 (22,5V) – KOS 12/15
D 8005 (24 V) – – 03.60–00.00 F2L712 2 GV 117 (22,5V) – –
D 8005 (24 V) – – 03.60–00.00 F3L712 3 GV 117 (22,5V) – KOS 10/30
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KHD
D 8005 (24 V) – – 03.60–00.00 F4L712 4 GV 117 (22,5V) – –
D 8005 (24 V) – – 03.60–00.00 F6L712 6 GV 117 (22,5V) – KOS 10/30

(2x)
D 8005 (24 V) – – 01.66–00.00 F6L714 6 GV 191 (18V) – –
D 8005 (24 V) – – 00.00–00.00 F8L714 8 GV 191 (18V) – –
D 8005 (24 V) – – 01.66–00.00 F10L714 10 GV 191 (18V) – –
D 8005 (24 V) – – 01.66–00.00 F12L714 12 GV 191 (18V) – –
D 8005 (24 V) – – 01.66–00.00 F6L714 6 GV 390 (18V) GDS 3 –
D 8005 (24 V) – – 01.66–00.00 F8L714 8 GV 390 (18V) GDS 3 –
D 8005 (24 V) – – 01.66–00.00 F10L714 10 GV 390 (18V) GDS 3 KOS 17
D 8005 (24 V) – – 01.66–00.00 F12L714 12 GV 390 (18V) GDS 3 –
D 8006 – – 00.00–00.00 F6L912 6 GF 683 (9,5V) – –
DL 750, DR 750 – – 00.00–12.73 F4L514F 4 GV 191 (18V) – KOS 10/30
DL, DP 900 – – 00.00–12.73 F6L912 6 GF 167 (19V) – KOS 09/40
DP 2100 – – 00.00–12.73 BF6M716 6 GV 191 (18V) – –
DR, DRM 1250 – – 00.00–12.73 F6L514F 6 GV 191 (18V) – –
Intrac 2003 – – 00.00–00.00 F4L912H 4 GF 683 (9,5V) – –
M 80 D.. – – 09.69–12.74 F4L912 4 GF 683 (9,5V) – –
M 110 D.. – – 00.00–12.74 F6L912 6 GF 167 (19V) – –
M 120 D.. – – 00.00–12.74 F6L912 6 GF 167 (19V) – –
M 120 R 80 – – 01.73–12.74 F6L912 6 GF 167 (19V) – –
M 130 D.. – – 09.73–12.74 F6L913 6 GF 167 (19V) – –
M 160 D.. – – 09.73–12.74 BF6L913 6 GF 167 (19V) – –
Magirus 75 D 6 FL, 75 D 6 KF – – 00.00–00.00 F6L712 6 GV 107 (10,5V) – –
Magirus 75 D 6 FL, 75 D 6 KF – – 00.00–00.00 BF12L714 12 GV 380 (22,5V) GDS 3 –
Magirus 75 D 6 FL, 75 D 6 KF – – 00.00–00.00 F4L912 4 GF 683 (9,5V) – –
Magirus 75 D 6 FL, 75 D 6 KF – – 00.00–00.00 F6L912 6 GF 683 (9,5V) – –
Magirus 75 D 6 FL, 75 D 6 KF – – 00.00–00.00 F3L912 3 GF 683 (9,5V) – –
Magirus 75 D 6 FL, 75 D 6 KF (24 V) – – 00.00–00.00 F6L714 6 GV 191 (18V) – –
Magirus 75 D 6 FL, 75 D 6 KF (24 V) – – 01.66–00.00 F8L714 8 GV 191 (18V) – –
Magirus 75 D 6 FL, 75 D 6 KF (24 V) – – 00.00–00.00 F10L714 10 GV 191 (18V) – –
Magirus 75 D 6 FL, 75 D 6 KF (24 V) – – 00.00–00.00 F12L714 12 GV 191 (18V) – KOS 17
Magirus 85, Mercur.. – – 00.00–00.00 F..L612 – GD 294 (1,7V) GDS 3 KOSK 17
Magirus 90 DL 7 (12 V) – – 00.00–00.00 F6L712 6 GV 108 (9,5V) – –
Magirus 135 D 12 K, Magirus 135 D..
(24 V)

– – 00.00–00.00 F6L413 6 GF 630 (19V) – –

Magirus 135.., 180 D.. – – 06.68–00.00 - – GF 630 (19V) – –
Magirus 150 D 22, 195 D 15 – – 06.68–00.00 - – GF 630 (19V) – –
Magirus 150 R 10, LS 12, L 10 – – 06.68–00.00 - – GF 630 (19V) – –
Magirus 156 D.. (24 V) – – 06.68–00.00 - – GF 630 (19V) – –
Magirus 232 D 19, 256 D 19 FS – – 00.00–00.00 - 2 GF 630 (19V) – –
Mercur 120.. Magirus 120, 126 – – 01.65–00.00 F6L613 6 GV 197 (9,5V) – –
Sirius 90 L – – 00.00–00.00 F6L712 6 GV 107 (10,5V) – –
Sirius 90 L – – 00.00–00.00 A..M514 2–4 GD 368 (0,9V) GDS 3 KOSK 17
Sirius 90 L – – 05.64–00.00 F/A2L514 2 GV 170 (10,5V) – KOS 10/30
Sirius 90 L – – 00.00–00.00 F/A..L514 3–6 GD 368 (0,9V) GDS 3 KOSK 17
Sirius 90 L – – 00.00–00.00 F6L712 6 GV 107 (10,5V) – KOS 17
Sirius 90 L – – 00.00–00.00 F6/8/12L614 6–

12
GD 368 (0,9V) GDS 3 KOSK 17

Sirius 90 L – – 05.64–00.00 F/A3L514 3 GV 170 (10,5V) – –
Sirius 90 L – – 05.64–00.00 F/A4L514 4 GV 170 (10,5V) – KOS 12/15
Sirius 90 L – – 05.64–00.00 F/A6L514 6 GV 170 (10,5V) – –
Sirius 90 L – – 01.66–00.00 F2L514 2 GV 197 (9,5V) – KOS 09/40 bei

V–Mot.
Sirius 90 L – – 01.66–00.00 F6L514 6 GV 197 (9,5V) – –
Sirius 90 L – – 01.66–00.00 F2L614 2 GV 197 (9,5V) – –
Sirius 90 L – – 01.66–00.00 F4L614 4 GV 197 (9,5V) – –
Sirius 90 L – – 01.66–00.00 F6L614 6 GV 197 (9,5V) – –
Sirius 90 L – – 01.66–00.00 F8L614 8 GV 197 (9,5V) – KOSK 15/10
Sirius 90 L – – 01.66–00.00 F12L614 12 GV 197 (9,5V) – –
Sirius 90 L – – 01.66–00.00 F3L514 3 GV 197 (9,5V) – KOS 10/30
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KHD
Sirius 90 L – – 01.66–00.00 F4L514 4 GV 197 (9,5V) – KOSK 15/10
Sirius 90 L – – 01.66–00.00 F3L614 3 GV 197 (9,5V) – –
Sirius 90 L (24 V) – – 00.00–00.00 F6L812 6 GV 191 (18V) – –
Sirius 90 L (24 V) – – 00.00–00.00 F..L814 – GF 630 (19V) – –
Sirius 90 L (24 V) – – 05.64–00.00 F/A4L514 4 GV 380 (22,5V) GDS 3 –
Sirius 90 L (24 V) – – 05.64–00.00 F/A6L514 6 GV 380 (22,5V) GDS 3 KOS 10/30
Sirius 90 L (24 V) – – 01.66–00.00 F2L514 2 GV 191 (18V) – –
Sirius 90 L (24 V) – – 01.66–00.00 F6L514 6 GV 191 (18V) – –
Sirius 90 L (24 V) – – 01.66–00.00 F4L514 4 GV 390 (18V) – –
Sirius 90 L (24 V) – – 01.66–00.00 F2L614 2 GV 191 (18V) – –
Sirius 90 L (24 V) – – 01.66–00.00 F3L614 3 GV 191 (18V) – –
Sirius 90 L (24 V) – – 01.66–00.00 F6L614 6 GV 191 (18V) – –
Sirius 90 L (24 V) – – 01.66–00.00 F8L614 8 GV 191 (18V) – KOS 17
Sirius 90 L (24 V) – – 01.66–00.00 F12L614 12 GV 191 (18V) – KOSK 17
Sirius 90 L (24 V) – – 00.00–00.00 F6L812 6 GF 630 (19V) – –
Sirius 90 L (24 V) – – 05.64–00.00 F/A 3L514 3 GV 380 (22,5V) GDS 3 KOS 10/30
Sirius 90 L (24 V) – – 01.66–00.00 F3L514 3 GV 191 (18V) – –
Sirius 90 L (24 V) – – 01.66–00.00 F4L514 4 GV 191 (18V) – KOSK 15/10
Sirius 90 L (24 V) – – 01.66–00.00 F2L514 2 GV 390 (18V) – –
Sirius 90 L (24 V) – – 01.66–00.00 F3L514 3 GV 390 (18V) – –
Sirius 90 L (24 V) – – 01.66–00.00 F6L514 6 GV 390 (18V) – KOS 17
Sirius 90 L (24 V) – – 01.66–00.00 F4L614 4 GV 191 (18V) – –

KHD Station�rmotoren
186 D.., 200 R, S 12 – – 06.68–00.00 F6K312 6 GF 630 (19V) – –
232 D 19 – – 00.00–00.00 - – GF 630 (19V) – –
256 D 19 FS – – 00.00–00.00 - – GF 630 (19V) – –
483 L, N – – 04.83–00.00 Same 983L – GF 683 (9,5V) – –
A 8 L 814 (24 V) – – 01.61–12.78 A8L814 8 GV 191 (18V) – –
A 8 L 814 – – 01.61–12.78 A8L814 8 GV 197 (9,5V) – –
A 8 L 814 (24 V) – – 12.69–00.00 A8L814 8 GF 167 (19V) – –
BA 6, 8, 12, 16 M 816 – – 05.74–00.00 - – GD 368 (0,9V) GDS 3 KOSK 17
BF 4M 1013 – – – BF4M1013 4 GN 001 (11V) – –
BF 6 L 912 (24 V) – – 12.69–00.00 BF6L912 6 GF 167 (19V) – –
BF 6 L 913 – – 01.73–00.00 BF6L913 6 GF 683 (9,5V) – –
BF 6, 8, 12, 16 M 716 – – 01.65–12.78 - – GD 368 (0,9V) GDS 3 KOSK 17
BF, SBF 12 L 714 – – 01.64–12.78 BF,SBF12L714 12 GD 368 (0,9V) GDS 3 KOSK 17
F 1 L 310 – – 00.00–12.65 F1L310 1 GV 123 (10,5V) – –
F 1 L 310 ( – – 01.66–00.00 F1L310 1 GV 136 (9,5V) – KOS 10/30
F 1 L 410 D – – 00.00–00.00 - 1 GH 760 (11V) –
F 10 L 814 (24 V) – – 01.66–12.73 F10L814 10 GF 630 (19V) – KOSK 15/10
F 2 L 310 – – 01.66–00.00 F2L310 2 GV 136 (9,5V) – KOSK 15/10
F 2 L 310 – – 12.65–00.00 F2L310 2 GV 123 (10,5V) – KOS 09/40
F 2 L 410 D – – 00.00–00.00 F2L410D 2 GH 760 (11V) – BW 45/23/1
F 3 L 310 – – 01.66–00.00 F3L310 3 GV 136 (9,5V) – KOS 10/30
F 3 L 310 – – 12.65–00.00 F3L310 3 GV 123 (10,5V) – KOS 09/40
F 3 L 911 00.00–00.00 3 GH 760 (11V) – –
F 3 L 911,.L 912 01.76–00.00 3 GF 683 (9,5V) – KOS 17
F 3, 4, 5, 6 L 912 D – – 11.67–00.00 F..L912D – GF 683 (9,5V) – –
F 3, 4, 5, 6 L 912 D (24 V) – – 11.67–00.00 F..L912D – GF 167 (19V) – –
F 3, 4, 6 L 911 – – 11.67–07.73 F..L911 – GF 683 (9,5V) – –
F 3, 4, 6 L 911 (24 V) – – 11.67–07.73 F..L911 – GF 167 (19V) – –
F 4 L 310 – – 01.66–00.00 F4L310- 4 GV 136 (9,5V) – KOS 09/40
F 4 L 310 – – 12.65–00.00 F4L310 4 GV 123 (10,5V) – –
F 4 L 310 – – 01.66–00.00 F4L310 4 GV 136 (9,5V) – KOSK 15/10
F 4, 6 L 913 – – 09.73–00.00 F..L913 – GF 683 (9,5V) – –
F 4, 6 L 913 (24 V) – – 09.73–00.00 F..L913 – GF 167 (19V) – –
F 4, 6, 10, 12 M 716 – – 01.65–12.78 F..M716 – GD 368 (0,9V) GDS 3 KOSK 17
F 6, 8, 10, 12 L 312 (24 V) – – 01.65–12.73 F..L312 – GF 630 (19V) – –
F 6, 8, 10, 12 L 413 F – – 07.76–00.00 F..L413F – GF 630 (19V) – –
F 6, 8, 10, 12 L 413 V – – 10.67–00.00 F..L413V – GF 630 (19V) – –
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KHD Station�rmotoren
F..L 413 – – 00.00–00.00 F..L413 – GF 630 (19V) – –
SA 8, 12 L 714 – – 01.64–12.78 SA..L714 – GD 368 (0,9V) GDS 3 KOSK 17

LAMBORGHINI
483 L, N – – 04.83–00.00 Same 983L – GF 683 (9,5V) – –
583 L, N, S – – 04.83–00.00 Same 983L – GF 683 (9,5V) – –
653 DT – – 01.79–00.00 Same 1053P – GF 683 (9,5V) – –
654 DT – – 07.77–12.81 Same 984P – GF 683 (9,5V) – –
683 DT, 2 RM – – 06.82–00.00 Same 105.3P – GF 683 (9,5V) – –
683 L, N – – 04.83–00.00 Same 105.3P – GF 683 (9,5V) – –
684 DT, F – – 05.82–00.00 Same 984P – GF 683 (9,5V) – –
754, DT – – 11.76–01.82 Same 984P – GF 683 (9,5V) – –
854, DT – – 11.76–00.00 Same 105.4P – GF 683 (9,5V) – –
955, DT – – 06.79–00.00 Same 105.5P – GF 683 (9,5V) – –
1156 – – 06.81–00.00 Same 105.6P – GF 683 (9,5V) – –
1256 DT – – 06.78–07.81 Same 105.6P – GF 683 (9,5V) – –
1356 DT – – 12.80–00.00 H 1106-12 – GF 683 (9,5V) – –
1556 DT – – 06.81–00.00 H 1106-15 – GF 683 (9,5V) – –
C 553 N-LS-SL – – 06.76–00.00 Same 983P – GF 683 (9,5V) – –
C 653 N-L – – 06.76–00.00 Same 1053P – GF 683 (9,5V) – –
R 483 – – 01.82–00.00 Same – GF 683 (9,5V) – –
R 653, DT, F – – 01.79–00.00 Same 105.3P – GF 683 (9,5V) – –
R 654, DT – – 07.77–12.81 Same 984P – GF 683 (9,5V) – –
R 683 DT, 2 RM – – 06.82–00.00 Same 105.3P – GF 683 (9,5V) – –
R 684 DT 2 RM – – 01.82–00.00 Same 983L – GF 683 (9,5V) – –
R 684 F – – 03.82–00.00 Same 984P – GF 683 (9,5V) – –
R 754 – – 01.82–00.00 Same 105.4P – GF 683 (9,5V) – –
R 1056 DT – – 02.77–01.81 Same 986/3 – GF 683 (9,5V) – KOSK 17
R 1256, DT – – 06.78–07.81 Same 105.6P – GF 683 (9,5V) – KOSK 17

LANZ (HELA) (D)
D 12, D 12 S – – 00.00–00.00 MWM-KD 12E 1 GD 294 (1,7V) GDS 3 KOSK 17
D 16, D 17 – – 00.00–00.00 MWM-KD 11Z 2 GD 294 (1,7V) GDS 3 KOSK 17
D 24 – – 00.00–00.00 MWM-KD 12Z 2 GD 294 (1,7V) GDS 3 KOSK 17
D 30 – – 00.00–00.00 Lanz-AZ 1, AZ 2 2 GD 294 (1,7V) GDS 3 KOSK 17
D 36 – – 00.00–00.00 MWM-KD 221Z, 311Z 2 GD 294 (1,7V) GDS 3 KOSK 17
D 36 – – 00.00–00.00 Lanz-AE 12, AE 1/D

415, AE 24
1/2 GD 294 (1,7V) GDS 3 KOSK 17

D 38 – – 00.00–00.00 Lanz AD, AD 1 3 GD 294 (1,7V) GDS 3 KOSK 17
D 45 – – 00.00–00.00 Lanz AD, AD 1 3 GD 294 (1,7V) GDS 3 KOSK 17
D 112 – – 00.00–00.00 MWM-KD 12E 1 GD 294 (1,7V) GDS 3 KOSK 17
D 112 – – 00.00–00.00 MWM-KD 12E 1 GD 294 (1,7V) GDS 3 KOSK 17
D 117 – – 00.00–00.00 MWM-KD 221Z, 311Z 2 GD 294 (1,7V) GDS 3 KOSK 17
D 117 – – 00.00–00.00 Lanz-AE 12, AE 1/D

415, AE 24
1/2 GD 294 (1,7V) GDS 3 KOSK 17

D 130 – – 00.00–00.00 Lanz-AZ 1, AZ 2 2 GD 294 (1,7V) GDS 3 KOSK 17
D 138 – – 00.00–00.00 Lanz AD, AD 1 3 GD 294 (1,7V) GDS 3 KOSK 17
D 208 – – 00.00–00.00 - 2 GV 129 (9,5V) – KOSK 17
D 218 – – 00.00–00.00 Lanz-AE 12, AE 1/D

415, AE 24
1/2 GD 294 (1,7V) GDS 3 KOSK 17

D 218 – – 00.00–00.00 MWM-KD 221Z, 311Z 2 GD 294 (1,7V) GDS 3 KOSK 17
D 225 – – 00.00–00.00 Lanz-AZ 3 2 GD 294 (1,7V) GDS 3 KOSK 17
D 225, D 230 – – 00.00–00.00 Lanz-AZ 2, AZ 3 2 GD 294 (1,7V) GDS 3 KOSK 17
D 230 – – 00.00–00.00 Lanz-AZ 1, AZ 2 2 GD 294 (1,7V) GDS 3 KOSK 17
D 308 – – 00.00–00.00 - 3 GV 129 (9,5V) – KOS 10/30
D 420 – – 00.00–00.00 MWM-KD 110 2 GV 119 (9,5V) – –
D 434 – – 00.00–00.00 MWM-KD 110, 5D 3 GV 119 (9,5V) – –

LIEBHERR
A 901 B – – 04.72–12.78 KHD F3L912 3 GF 683 (9,5V) – –
A/R 911, 921 – – 04.72–12.78 KHD F4L912 4 GF 683 (9,5V) – –
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LIEBHERR
R 961 – – 02.73–06.90 KHD F6L413V 6 GF 167 (19V) – –
R 971 – – 02.73–06.90 KHD F8L413V 8 GF 167 (19V) – –
R 981 – – 04.74–06.90 KHD BF6L913 6 GF 167 (19V) – –

MAGIRUS-DEUTZ
80 D.. – – 01.75–08.75 F4L912 4 GF 683 (9,5V) – –
90 D.., 90 M.. (12 V) – – 00.00–12.82 F4L913 4 GF 683 (9,5V) – –
90 D.., 90D... (24 V) – – 00.00–12.82 F4L913 4 GF 167 (19V) – –
120 D.. – – 01.75–08.75 F6L912 6– GF 683 (9,5V) – –
120 R 80 – – 00.00–09.79 F6L912 6 GF 167 (19V) – –
130 D.., 130 M.. (12 V) – – 00.00–00.00 F6L913 6 GF 683 (9,5V) – –
130 D..,130 M..(24 V) – – 00.00–00.00 F6L913 6 GF 167 (19V) – –
131 R 81 – – 10.77–12.79 F6L913 6 GF 167 (19V) – –
160 D.., 160 M.. (12 V) – – 00.00–00.00 BF6L913 6 GF 683 (9,5V) – –
160 D..,160 M..(24 V) 00.00–00.00 BF6L913 6 GF 167 (19V) – –
192 M 14 FL 9,5 141 01.79–00.00 F6L413F 6– GF 630 (19V) – –
192 M 14 FS 9,5 141 01.79–00.00 F6L913F 6 GF 630 (19V) – –
192 M 16 FL 9,5 141 01.79–00.00 F6L413F 6 GF 630 (19V) – –
192 M 16 FS 9,5 141 01.79–00.00 F6L413F 6 GF 630 (19V) – –
256 M 19 FL 12,8 188 05.78–00.00 F8L413F 8 GF 630 (19V) – –
256 M 19 FLL 12,8 188 05.78–00.00 F8L413F 8 GF 630 (19V) – –
256 M 19 FS 12,8– 188 05.78–00.00 F8L413F 8 GF 630 (19V) – –
256 M 19 FSL 12,8 188 05.78–00.00 F8L413F 8 GF 630 (19V) – –
256 M 22 FLL 12,8 188 05.78–00.00 F8L413F 8 GF 630 (19V) – –
256 M 22 FSL 12,8– 188 05.78–00.00 F8L413F 8 GF 630 (19V) – –
260 L 117 12,8– 154 02.78–00.00 F8L413F 8 GF 630 (19V) – –
260 L 117 P 12,8 188 10.77–00.00 F8L413F 8 GF 630 (19V) – –
320 M 19 FL 15,9 235 05.78–00.00 F10L413F 10 GF 630 (19V) – –
320 M 19 FLL 15,9 235 05.78–00.00 F10L413F 10 GF 630 (19V) – –
320 M 19 FS 15,9 235 05.78–00.00 F10L413F 10 GF 630 (19V) – –
320 M 19 FSL 15,9 235 05.78–00.00 F10L413F 10 GF 630 (19V) – –
320 M 22 FLL 15,9 235 05.78–00.00 F10L413F 10 GF 630 (19V) – –
320 M 22 FSL 15,9 235 05.78–00.00 F10L413F 10 GF 630 (19V) – –

MAN
D 2356, HM 4, HMN 4 (24 V) – – 00.00–00.00 - – GF 630 (19V) – –
SD 200 – 129 04.74–09.75 D 2556MXUH – GF 111 (19V) – –
SD 200 – 129 10.75–04.80 D 2566MUH – GF 667/

GF 111 (19V)17

– –

SD 200 – 141 04.74–09.75 D 2556MXUH – GF 111 (19V) – –
SD 200 – 141 10.75–04.80 D 2566MUH – GF 667/

GF 111 (19V)17

– –

SD 200 – 147 05.80–11.82 D 2566MUH – GF 111 (19V) – –
SD 200 – 147 05.80–11.82 D 2566MUM – GF 667 (19V) – –
SD 200 – 147 12.82–11.86 D 2566MUH – GF 111 (19V) – –
SG 192 – – 01.72–12.76 D 2156HMXU – GF 111 (19V) – –
SG 192 – 141 01.72–12.76 D 2156HMXU – GF 111 (19V) – –
SG 192 – 154 01.72–12.76 D 2356HMXU – GF 111 (19V) – –
SG 192 – 169 01.72–12.76 D 2356HMXU-066 – GF 111 (19V) – –
SG 192 11,4 162 01.72–12.76 D 2356HMXU-069 – GF 111 (19V) – –
SG 220 – 147 12.82–00.00 D 2566MUH – GF 111 (19V) – –
SG 220 – 177 12.82–00.00 D 2566MUH – GF 111 (19V) – –
SG 220 – 147 05.80–11.82 D 2566MUH – GF 667 (19V) – –
SG 220 – 147 05.80–11.82 D 2566MUM – GF 111 (19V) – –
SG 220 – 147 12.82–01.85 D 2566MUM – GF 667/

GF 111 (19V)17

– –

SG 220 11,4 162 07.76–04.80 D 2566MUM – GF 667/
GF 111 (19V)17

– –

SG 220 11,4 178 05.80–11.82 D 2566MUM – GF 667/
GF 111 (19V)17

– –
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MAN
SG 220 11,4 178 05.82–01.85 D 2566MUM – GF 667/

GF 111 (19V)17

– –

SG 240 H – 206 12.82–00.00 D 2566MTUH – GF 111 (19V) – –
SG 240 H – 177 12.82–00.00 D 2566MUM – GF 111 (19V) – –
SG 240 H� 11,4 178 05.80–11.82 D 2566MUH – GF 667/

GF 111 (19V)17

– –

SG 240 H� 11,4 178 12.82–01.86 D 2566MUH – GF 667/
GF 111 (19V)17

– –

SG 240 H, H� 11,4 206 09.81–11.82 D 2566MTUH – GF 667/
GF 111 (19V)17

– –

SG 240 H, H� 11,4 106 12.82–01.86 D 2566MTUH – GF 667/
GF 111 (19V)17

– –

SG 310 – 227 08.81–11.82 D 2566MLUM – GF 667/
GF 111 (19V)17

– –

SG 310 – 227 12.82–11.83 D 2566MLUM – GF 667/
GF 111 (19V)17

– –

SL 160 – 118 05.71–12.76 D 0846HMXU-015 – GF 111 (19V) – –
SL 192 – 141 05.71–12.76 D 2156HMXU – GF 111 (19V) – –
SL 200 – 129 10.75–04.80 D 2566MUH – GF 667/

GF 111 (19V)17

– –

SL 200 11,4 141 10.75–04.80 D 2566MUH – GF 111 (19V) – –
SL 200 11,4 147 05.80–11.82 D 2566MUH – GF 667/

GF 111 (19V)17

– –

SL 200 11,4 147 12.82–06.83 D 2566MUH – GF 667/
GF 111 (19V)17

– –

SL 200 – 147 12.82–00.00 D 2566MUH – GF 111 (19V) – –
SL 200 11,4 177 05.80–01.86 D 2566MUH – GF 667/

GF 111 (19V)17

– –

SL 200 – 129 04.74–09.75 D 2556MXUH – GF 111 (19V) – –
SL 200 – 141 04.74–09.75 D 2556MXUH – GF 111 (19V) – –
SL 200 F 11,4 177 05.80–11.82 D 2566MUH – GF 111 (19V) – –
SL 200 F 11,4 177 12.82–01.86 D 2566MUH – GF 667/

GF 111 (19V)17

– –

SL 202 11,4 147–150 06.84–00.00 D 2566UH – GF 667/
GF 111 (19V)17

– –

SL 202 12,0 177 06.84–00.00 D 2866UH – GF 667/
GF 111 (19V)17

– –

SR 240 – 177 12.82–00.00 D 2566MUH – GF 111 (19V) – –
SR 240 – 177 10.75–04.80 D 2566MUH – GF 667/

GF 111 (19V)17

– –

SR 240 – 177 05.80–11.82 D 2566MUH – GF 667/
GF 111 (19V)17

– –

SR 240 – 177 12.82–06.83 D 2566MUH – GF 667/
GF 111 (19V)17

– –

SR 280 – 206 05.80–11.82 D 2566MTUH – GF 667/
GF 111 (19V)17

– –

SR 280 – 206 12.82–06.83 D 2566MTUH – GF 667/
GF 111 (19V)17

– –

SR 280 H – 206 01.77–11.82 D 2566MTUH – GF 667/
GF 111 (19V)17

– –

SR 280 H – 206 12.82–11.86 D 2566MTUH – GF 667/
GF 111 (19V)17

– –

SR 280 H – – 12.82–00.00 D 2566MTUH – GF 111 (19V) – –
SR 321 H – 235 03.82–11.82 D 2566MKUH – GF 111 (19V) – –
SR 321 H – 235 12.82–00.00 D 2566MKUH – GF 111 (19V) – –
SR 361 H – – 06.84–00.00 D 2866KUH – GF 111 (19V) – –
SR 361 H 12,0 265 06.84–11.86 D 2866KUH – GF 111 (19V) – –
SU 240 – 141 01.75–09.75 D 2566MXUH – GF 111 (19V) – –
SU 240 – 141 10.75–04.80 D 2566MUH – GF 111 (19V) – –
SU 240 – 147 05.80–11.82 D 2566MUH – GF 111 (19V) – –
SU 240 – 177 04.74–09.75 D 2556MXUH – GF 111 (19V) – –
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SU 240 – 177 10.75–11.82 D 2566MUH – GF 111 (19V) – –
SUE 240 – 147 12.82–00.00 D 2566MUH – GF 111 (19V) – –
SUE 240 – 177 12.82–00.00 D 2566MUH – GF 111 (19V) – –
10 � 212 R 11 – 156 01.72–12.74 D 2156HM6H – GF 111 (19V) – –
11.136 U – 100 08.72–07.81 D 0216MXUL – GF 111 (19V) – –
11 � 192 R 13 – 141 01.72–12.74 D 2156HMXU-037 – GF 111 (19V) – –
12 � 192 R 14 – 141 01.72–12.74 D 2156HMXU-037 – GF 111 (19V) – –
12/13/16.216 H.. – – 05.71–12.73 D 2156HMX – GF 111 (19V) – –
12.136 F 5,7 100 09.83–00.00 D 0226MF – GF 111 (19V) – –
12.136 FL 5,7 100 06.85–00.00 D 0226MF – GF 111 (19V) – –
12.136 FR 5,7 100 09.83–00.00 D 0226MF – GF 111 (19V) – –
12.170 F 5,7 125 04.83–00.00 D 0226MKF – GF 111 (19V) – –
12.170 FL 5,7 125 12.84–00.00 D 0226MKF – GF 111 (19V) – –
12.170 FOC, FOCL 5,7 125 03.85–00.00 D 0226MKF – GF 111 (19V) – –
12.170 FR 5,7 125 04.83–00.00 D 0226MKF – GF 111 (19V) – –
12.192 F – 141 07.71–12.73 D 2156MYN-31 – GF 111 (19V) – –
12.192 F 5,7 141 09.83–00.00 D 0226MKF – GF 111 (19V) – –
12.192 FL 5,7 141 09.84–00.00 D 0226MKF – GF 111 (19V) – –
12.192 FR 5,7 141 09.84–00.00 D 0226MKF – GF 111 (19V) – –
12.192 H, HA – 141 07.71–12.73 D 2156MY-30 – GF 111 (19V) – –
13.136 U – 100 08.72–12.81 B�ssing D 0216MXUL – GF 111 (19V) – –
13.168 F – 124 05.71–12.73 D 0846HMYN-014 – GF 111 (19V) – –
13/14/15/16.168 F.. – – 12.82–00.00 D 2565MF – GF 111 (19V) – –
13/14/15/16.192 F.. – – 12.82–00.00 D 2565MF – GF 111 (19V) – –
13/15/16.168 F.., H.. – – 05.71–09.73 D 0846HMYN – GF 111 (19V) – –
13/15/16.168 H.. – – 12.82–00.00 D 2565M – GF 111 (19V) – –
13/15/16.192 H.. – – 12.82–00.00 D 2565M – GF 111 (19V) – –
13.168 F – 124 01.74–11.76 D 2555MF – GF 667/

GF 111 (19V)17

– –

13.168 F – 124 12.76–11.82 D 2565MF – GF 667/
GF 111 (19V)17

– –

13.168 F – 124 12.82–12.84 D 2565MF – GF 111 (19V) – –
13.168 FL – 124 12.82–12.84 D 2565MF – GF 667 (19V)
13.168 FL – 124 10.74–03.77 D 2555MF – GF 111 (19V) – –
13.168 FL – 124 04.77–11.82 D 2565MF – GF 111 (19V) – –
13.168 H – 124 10.73–03.77 D 2555M – GF 667/

GF 111 (19V)17

– –

13.168 H – 124 04.77–12.81 D 2565M – GF 111 (19V) – –
13.168 H, HA – 124 05.71–12.73 D 0846HMY-11 – GF 111 (19V) – –
13.168 HA-TM – 124 05.71–12.73 D 0846HMY-011 – GF 111 (19V) – –
13.168 HA – 124 04.77–12.81 D 2565M – GF 111 (19V) – –
13.168 H-TM – 124 05.71–12.73 D 0846HMY-011 – GF 111 (19V) – –
13.168 HKA – 124 05.71–12.73 D 0846HMY-011 – GF 111 (19V) – –
13.168 HS – 124 05.71–12.73 D 0846HMY-011 – GF 111 (19V) – –
13.192 F – 141 05.74–12.76 D 2555MXF – GF 667/

GF 111 (19V)17

– –

13.192 F – 141 01.77–11.82 D 2565MF – GF 111 (19V) – –
13.192 FL – 141 10.74–12.76 D 2555MXF – GF 667/

GF 111 (19V)17

– –

13.192 H – 141 05.74–12.74 D 2555MX – GF 667/
GF 111 (19V)17

– –

13.192 H – 141 04.77–07.81 D 2565M – GF 667/
GF 111 (19V)17

– –

13.192 HA – 141 05.73–12.74 D 2555MX – GF 111 (19V) – –
13.192 HA – 141 05.74–12.74 D 2555MX – GF 667 (19V) – –
13.192 U – 141 09.75–12.76 D 2555MXUL – GF 667/

GF 111 (19V)17

– –

13.230 F – 169 05.71–12.73 D 2356HMXN-061 – GF 111 (19V) – –
13.230 FK – 169 05.71–12.73 D 2356HMXN-061 – GF 111 (19V) – –
13.230 FS – 169 05.71–12.73 D 2356HMNX-061 – GF 111 (19V) – –
14.136 5,7 100 09.83–00.00 D 0226MF – GF 111 (19V) – –
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14.136 F 5,7 100 09.83–00.00 D 0226MF – GF 111 (19V) – –
14.136 FL 5,7 100 06.85–00.00 D 0226MF – GF 111 (19V) – –
14.168 F – 124 12.76–11.82 D 2565MF – GF 111 (19V) – –
14.168 FL – 141 04.77–11.82 D 2565MF – GF 111 (19V) – –
14.170 F 5,7 125 04.83–00.00 D 0226MKF – GF 111 (19V) – –
14.170 FA 5,7 125 10.84–00.00 D 0226MKF – GF 111 (19V) – –
14.170 FL 5,7 125 06.85–00.00 D 0226MKF – GF 111 (19V) – –
14.170 FOC 5,7 125 04.85–00.00 D 0226MKF – GF 111 (19V) – –
14.170 FR 5,7 125 04.83–00.00 D 0226MKF – GF 111 (19V) – –
14.192 F 5,7 141 04.77–11.82 D 2565MF – GF 111 (19V) – –
14.192 F 5,7 141 09.83–00.00 D 0226MKF – GF 111 (19V) – –
14.192 FA 5,7 141 10.84–00.00 D 0226MKF – GF 111 (19V) – –
14.192 FL – 141 04.77–11.82 D 2565MF – GF 111 (19V) – –
14.192 FL 5,7 141 09.84–00.00 D 0226MKF – GF 111 (19V) – –
14.192 FOC 5,7 141 04.85–00.00 D 0226MKF – GF 111 (19V) – –
14.192 FR 5,7 141 09.83–00.00 D 0226MKF – GF 111 (19V) – –
14.192 U 9,5 141 06.75–11.82 D 2565MUL – GF 667/

GF 111 (19V)17

– –

14.192 UL 9,5 141 06.75–11.82 D 2565MUL – GF 111 (19V) – –
14.220 F 11,4 162 10.83–00.00 D 2566MF – GF 667/

GF 111 (19V)17

– –

14.220 FL 11,4 162 10.83–00.00 D 2566MF – GF 667/
GF 111 (19V)17

– –

15/16/19/22.240 F.., H – – 12.82–00.00 D 2566M, MF – GF 111 (19V) – –
15/19/22.216 DH – – 05.71–12.73 D 2156HMX – GF 111 (19V) – –
15.168 F – 124 05.71–12.73 D 0846 HMYN-014 – GF 111 (19V) – –
15.168 F – 124 10.73–11.76 D 2555MF – GF 667/

GF 111 (19V)17

– –

15.168 F – 124 12.76–11.82 D 2565MF – GF 667/
GF 111 (19V)17

– –

15.168 FL – 124 04.77–11.82 D 2565MF – GF 667/
GF 111 (19V)17

– –

15.168 FL – 141 10.74–03.77 D 2555MF – GF 667/
GF 111 (19V)17

– –

15.168 FS – 124 05.71–12.73 D 0846HMYN-014 – GF 111 (19V) – –
15.168 H – 124 10.73–07.77 D 2555M – GF 667/

GF 111 (19V)17

– –

15.168 H – 124 08.77–11.82 D 2565M – GF 667/
GF 111 (19V)17

– –

15.168 HA – 124 08.77–11.82 D 2565M – GF 667/
GF 111 (19V)17

– –

15.192 F – 141 07.71–12.73 D 2156MYN-31 – GF 111 (19V) – –
15.192 F – 141 04.77–11.82 D 2565MF – GF 667/

GF 111 (19V)17

– –

15.192 FK – 141 07.71–12.73 D 2156MYN-31 – GF 111 (19V) – –
15.192 FL – 141 07.71–12.73 D 2156MYN-31 – GF 111 (19V) – –
15.192 FL – 141 04.77–11.82 D 2565MF – GF 667/

GF 111 (19V)17

– –

15.192 FS – 141 07.71–12.73 D 2156MYN-31 – GF 111 (19V) – –
15.192 H – 141 08.77–11.82 D 2565 – GF 111 (19V) – –
15.192 H – 141 12.82–02.85 D 2565M – GF 667 (19V) – –
15.192 H, HA – 141 07.71–12.73 D 2156 MY-30 – GF 111 (19V) – –
15.192 H, HA – 141 08.77–11.82 D 2565M – GF 667/

GF 111 (19V)17

– –

15.192 HK – 141 07.71–12.73 D 2156MY-30 – GF 111 (19V) – –
15.192 HKA – 141 07.71–12.73 D 2156MY-30 – GF 111 (19V) – –
15.192 HS – 141 07.71–12.73 D 2156MY-30 – GF 111 (19V) – –
15.192 HSA – 141 07.71–12.73 D 2156MY-30 – GF 111 (19V) – –
15.200 F 11,0 147 09.73–03.77 D 2556MF – GF 667/

GF 111 (19V)17

– –
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15.200 FL 11,0 147 10.74–12.76 D 2556MF – GF 667/

GF 111 (19V)17

– –

15.200 FL 11,4 162 10.83–00.00 D 2566MF – GF 667/
GF 111 (19V)17

– –

15.200 FLS – 147 10.74–12.76 D 2556MF – GF 667/
GF 111 (19V)17

– –

15.200 FOC – 147 09.75–04.78 D 2556M – GF 667/
GF 111 (19V)17

– –

15.200 H – 147 09.73–07.77 D 2556M – GF 667/
GF 111 (19V)17

– –

15.200 HA – 147 09.73–07.77 D 2556M – GF 667/
GF 111 (19V)17

– –

15.216 DH – 159 05.71–12.73 D 2156HMX-032 – GF 111 (19V) – –
15.216 DHK, DHKA 159 05.71–12.73 D 2156HMX-032 – GF 111 (19V) – –
15.216 DHS, DHSA – 159 05.71–12.73 D 2156HMX-032 – GF 111 (19V) – –
15.220 F 11,4 162 10.83–00.00 D 2566MF – GF 667/

GF 111 (19V)17

– –

15.240 F – 177 09.73–10.76 D 2556MXF – GF 667/
GF 111 (19V)17

– –

15.240 F 11,4 178 11.76–11.82 D 2566MF – GF 667/
GF 111 (19V)17

– –

15.240 FL 11,4 178 11.76–11.82 D 2566MF – GF 667/
GF 111 (19V)17

– –

15.240 FL – 177 10.74–10.76 D 2556MXF – GF 667/
GF 111 (19V)17

– –

15.240 FLS – 177 10.74–10.76 D 2556MXF – GF 667/
GF 111 (19V)17

– –

15.240 FOC – 177 09.75–04.78 D 2556MX – GF 667/
GF 111 (19V)17

– –

15.240 H 11,4 178 08.77–11.82 D 2566M – GF 667/
GF 111 (19V)17

– –

15.240 H – 177 09.73–07.77 D 2556MX – GF 111 (19V) – –
15.240 HA 11,4 178 08.77–11.82 D 2566M – GF 667/

GF 111 (19V)17

– –

15.240 HA – 177 09.73–07.77 D 2556MX – GF 667/
GF 111 (19V)17

– –

16.136 F 5,7 100 04.84–11.86 D 0226MF – GF 111 (19V) – –
16.136 FL 5,7 100 09.84–11.86 D 0226MF – GF 111 (19V) – –
16.168 F 9,5 124 01.74–12.86 D 2565MF – GF 667/

GF 111 (19V)17

–

16.168 FL 9,5 100 04.77–11.82 D 2565MF – GF 667/
GF 111 (19V)17

– –

16.168 H – 124 03.77–11.82 D 2565M – GF 667/
GF 111 (19V)17

– –

16.168 H – 124 01.74–02.77 D 2555M – GF 667/
GF 111 (19V)17

– –

16.168 H, HA – 124 05.71–12.73 D 0846HMY-011 – GF 111 (19V) – –
16.168 HA – 124 01.74–02.77 D 2666M – GF 667/

GF 111 (19V)17

– –

16.168 HA – 124 03.77–11.82 D 2565M – GF 667/
GF 111 (19V)17

– –

16.168 HK – 124 05.71–12.73 D 0846HMY-011 – GF 111 (19V) – –
16.170 F 5,7 125 03.84–11.86 D 0226MKF – GF 111 (19V) – –
16.170 FA 5,7 125 02.85–11.86 D 0226MKF – GF 111 (19V) – –
16.170 FL 5,7 125 09.84–11.86 D 0226MKF – GF 111 (19V) – –
16.192 F 9,5 141 04.77–11.82 D 2565MF – GF 667/

GF 111 (19V)17

– –

16.192 F 9,5 141 03.84–11.86 D 0226MKF – GF 111 (19V) – –
16.192 FA 9,5 141 08.78–11.82 D 2565MF – GF 667/

GF 111 (19V)17

– –

16.192 FA 5,7 141 09.84–11.86 D 0226MKF – GF 111 (19V) – –
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16.192 FL 5,7 141 10.84–11.86 D 0226MKF – GF 111 (19V) – –
16.192 FL 9,5 141 04.77–11.82 D 2565MF – GF 111 (19V) – –
16.192 FL 9,5 141 12.82–12.86 D 2565MF – GF 667 (19V) – –
16.192 HAK, HAS – 141 03.77–11.82 D 2565M – GF 667/

GF 111 (19V)17

– –

16.192 HK, HS – 141 03.77–11.82 D 2565M – GF 667/
GF 111 (19V)17

– –

16.200 F – 147 10.73–03.77 D 2556MF – GF 111 (19V) – –
16.200 HAK – 147 09.73–02.77 D 2556M – GF 111 (19V) – –
16.200 HK – 147 09.73–02.77 D 2556M – GF 111 (19V) – –
16.220 F 11,4 162 10.83–11.86 D 2566MF – GF 667/

GF 111 (19V)17

– –

16.220 FA 11,4 162 10.83–11.86 D 2566MF – GF 667/
GF 111 (19V)17

– –

16.220 FL 11,4 162 10.83–11.86 D 2566MF – GF 111 (19V) – –
16.230 FN – 169 05.71–12.73 D 2356HMXN-061 – GF 111 (19V) – –
16.230 FNS – 169 05.71–12.73 D 2356HMXN-061 – GF 111 (19V) – –
16.230 HK, HS – 235 02.73–10.77 D 2538MT – GF 667/

GF 111 (19V)17

– –

16.232 FD – 171 01.74–02.78 D 2556MXF – GF 667/
GF 111 (19V)17

– –

16.232 FD – 173 03.78–11.82 D 2566MF – GF 667/
GF 111 (19V)17

– –

16.232 FD, FT – – 12.82–00.00 D 2566MF – GF 111 (19V) – –
16.232 FT – 173 03.78–11.82 D 2566MF – GF 667/

GF 111 (19V)17

– –

16.232 FT – 173 12.82–01.83 D 2566MF – GF 667/
GF 111 (19V)17

– –

16.232 FT – 171 01.73–02.78 D 2556MXF – GF 111 (19V) – –
16.232 FT – 172 01.74–02.78 D 2556MXF – GF 667 (19V) – –
16.240 F 11,4 177 11.76–11.82 D 2566MF – GF 667/

GF 111 (19V)17

– –

16.240 F – 177 09.73–10.76 D 2556MXF – GF 111 (19V) – –
16.240 FA – 177 01.77–11.82 D 2566MF – GF 667/

GF 111 (19V)17

– –

16.240 FL 11,4 177 11.76–11.82 D 2566MF – GF 667/
GF 111 (19V)17

– –

16.240 FR 11,4 178 03.81–11.82 D 2566MF – GF 667/
GF 111 (19V)17

– –

16.240 H – 177 03.77–11.82 D 2566M – GF 667/
GF 111 (19V)17

– –

16.240 HA – 177 03.77–11.82 D 2566M – GF 667/
GF 111 (19V)17

– –

16.240 HAK – 177 09.73–02.77 D 2556M – GF 667/
GF 111 (19V)17

– –

16.240 HOC, HOCL 11,4 178 02.79–11.82 D 2566MHO – GF 667/
GF 111 (19V)17

– –

16.256 F – 188 08.72–10.76 D 2538F – GF 111 (19V) – –
16.256 F – 188 11.76–10.77 D 2538MF – GF 111 (19V) – –
16.256 F – 188 11.76–10.77 D 2538MF – GF 667 (19V) – –
16.256 FL – 188 08.72–10.76 D 2538MF – GF 111 (19V) – –
16.256 FL – 188 11.76–10.77 D 2538MF – GF 667 (19V) – –
16.256 HAK – 188 06.73–10.77 D 2538M – GF 667/

GF 111 (19V)17

– –

16.256 HS, HK – 188 06.73–10.77 D 2538M – GF 667/
GF 111 (19V)17

– –

16.280 FT 11,4 206 01.77–11.82 D 2566MTF – GF 667/
GF 111 (19V)17

– –

16.280 HOC, HOCL 11,4 206 02.84–04.87 D 2566MTHO – GF 667/
GF 111 (19V)17

– –
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16.320 F – 235 07.72–10.81 D 2530MF, MXF – GF 667/

GF 111 (19V)17

– –

16.320 FA – 235 03.73–12.80 D 2530MF, MXF – GF 667/
GF 111 (19V)17

– –

16.320 FL – 235 07.72–12.80 D 2530MF, MXF – GF 111 (19V) – –
16.320 HAK, HAS – 235 02.73–10.77 D 2538MT – GF 667/

GF 111 (19V)17

– –

16.320 HK – 177 09.73–02.77 D 2556MX – GF 667/
GF 111 (19V)17

– –

16.320 U, UL – – 00.00–00.00 U 12DA – GF 111 (19V) – –
16/19/20/22.320 F – – 12.82–00.00 D 2530MF, MFX – GF 111 (19V) – –
17.136 F 5,7 100 11.86–00.00 D 0226MF – GF 111 (19V) – –
17.136 FL 5,7 100 11.86–00.00 D 0226MF – GF 111 (19V) – –
17.170 F 5,7 125 11.86–00.00 D 0226 MKF – GF 111 (19V) – –
17.170 FA 5,7 125 11.86–00.00 D 0226MKF – GF 111 (19V) – –
17.170 FL 5,7 125 11.86–00.00 D 0226MKF – GF 111 (19V) – –
17.170 FR 5,7 125 11.86–00.00 D 0226MKF – GF 111 (19V) – –
17.170 FRL 5,7 125 11.86–00.00 D 0226MKF – GF 111 (19V) – –
17.192 F 5,7 141 11.86–00.00 D 0226MKF – GF 111 (19V) – –
17.192 FA 5,7 141 11.86–00.00 D 0226MKF – GF 111 (19V) – –
17.192 FL 5,7 141 11.86–00.00 D 0226MKF – GF 111 (19V) – –
17.220 F 11,4 162 11.86–00.00 D 2566MF – GF 667/

GF 111 (19V)17

– –

17.220 FA 11,4 162 11.86–00.00 D 2566MF – GF 667/
GF 111 (19V)17

– –

17.220 FL 11,4 162 11.86–00.00 D 2566MF – GF 667/
GF 111 (19V)17

– –

17.240 F 11,4 178 11.86–00.00 D 2566MF – GF 667/
GF 111 (19V)17

– –

17.240 FA 11,4 178 11.86–00.00 D 2566MF – GF 667/
GF 111 (19V)17

– –

17.240 FL 11,4 178 11.86–00.00 D 2566MF – GF 667/
GF 111 (19V)17

– –

17.240 FR 11,4 178 11.86–00.00 D 2566MF – GF 667/
GF 111 (19V)17

– –

17.240 H 11,4 178 11.86–00.00 D 2566M – GF 111 (19V) – –
17.240 HA 11,4 178 11.86–00.00 D 2566M – GF 111 (19V) – –
19.168 HA – 124 06.76–02.77 D 2555M – GF 667/

GF 111 (19V)17

– –

19.192 DH – – 07.71–12.73 D 2156MY – GF 111 (19V) – –
19.192 DHK, DHKA – 141 07.71–12.73 D 2156MY-30 – GF 111 (19V) – –
19.192 DHS, DHSA – 141 07.71–12.73 D 2156MY-30 – GF 111 (19V) – –
19.192 DH-TM, DHA-TM – 141 07.71–12.73 D 2156MY-30 – GF 111 (19V) – –
19.192 FN – 141 07.71–12.73 - – GF 111 (19V) – –
19.216 DHK, DHKA – 159 05.71–12.73 D 2156HMX-032 – GF 111 (19V) – –
19.216 DHS, DHSA – 159 05.71–12.73 D 2156 HMX-032 – GF 111 (19V) – –
19.216 DH-TM, DHA-TM – 159 05.71–12.73 D 2156HMX-032 – GF 111 (19V) – –
19.230 DF – – 05.71–12.73 D 2356HMXN – GF 111 (19V) – –
19.230 DF – 169 05.71–12.73 D 235HMXN – GF 111 (19V) – –
19.230 DFK – 169 05.71–12.73 D 2356HMXN-061 – GF 111 (19V) – –
19.230 DFS, DF-TM – 169 05.71–12.73 D 2356HMXN-061 – GF 111 (19V) – –
19.230 F – 206 11.76–12.81 D 2566MTF – GF 111 (19V) – –
19.230 F – 235 07.72–10.81 D 2530MXF – GF 111 (19V) – –
19.240 F 11,4 178 11.76–11.82 D 2566MF – GF 667/

GF 111 (19V)17

– –

19.240 FA 11,4 178 11.76–11.82 D 2566MF – GF 667/
GF 111 (19V)17

– –

19.240 FL 11,4 178 08.77–11.82 D 2566MF – GF 667/
GF 111 (19V)17

– –

19.240 H 11,4 178 06.77–11.82 D 2566M – GF 667/
GF 111 (19V)17

– –
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19.240 HA 11,4 178 06.77–11.82 D 2566M – GF 667/

GF 111 (19V)17

– –

19.240 HA – 177 06.76–05.77 D 2556MX – GF 667/
GF 111 (19V)17

– –

19.240 U – 177 03.77–12.79 B�ssing D 3256BYUL – GF 667/
GF 111 (19V)17

– –

19.240 UK – 176 03.77–12.79 B�ssing D 3256BYUL – GF 667/
GF 111 (19V)17

– –

19.256 F – 188 11.76–10.77 D 2538MF – GF 667/
GF 111 (19V)17

– –

19.256 FL – 188 11.76–10.77 D 2538MF – GF 667/
GF 111 (19V)17

– –

19.256 H – 188 06.76–10.77 D 2538M – GF 667/
GF 111 (19V)17

– –

19.256 HA – 188 06.76–10.77 D 2538 – GF 667/
GF 111 (19V)17

– –

19.280 FA – 206 11.77–11.82 D 2566MTF – GF 667/
GF 111 (19V)17

– –

19.280 FL – 206 05.77–07.81 D 2566MTF – GF 667/
GF 111 (19V)17

– –

19.280 H – 206 11.77–12.81 D 2566MT – GF 667/
GF 111 (19V)17

– –

19.280 HA – 206 11.77–12.81 D 2566MT – GF 667/
GF 111 (19V)17

– –

19.281 F – 206 01.80–11.82 D 2566MKF – GF 667/
GF 111 (19V)17

– –

19.281 FA – 206 01.80–11.82 D 2566MKF – GF 667/
GF 111 (19V)17

– –

19.281 FLS – 206 01.80–11.82 D 2566MKF – GF 667/
GF 111 (19V)17

– –

19.281 H 11,4 206 01.80–11.82 D 2566MK – GF 667/
GF 111 (19V)17

– –

19.281 HA 11,4 206 01.80–11.82 D 2566MK – GF 667/
GF 111 (19V)17

– –

19.281 H.. – – 12.82–00.00 D 2566MK – GF 111 (19V) – –
19.291 F 12,0 213 09.85–07.87 D 2866LFZ – GF 667/

GF 111 (19V)17

– –

19.291 FA 12,0 213 09.85–00.00 D 2866LFZ – GF 667/
GF 111 (19V)17

– –

19.291 FL 12,0 213 09.85–07.87 D 2866LFZ – GF 667/
GF 111 (19V)17

– –

19.320 F – 235 11.76–12.76 D 2530MF – GF 667/
GF 111 (19V)17

– –

19.320 FA – 235 03.73–12.80 D 2530MF, MXF – GF 667/
GF 111 (19V)17

– –

19.320 FL – 235 07.72–12.80 D 2530MF, MXF – GF 667/
GF 111 (19V)17

– –

19.320 H – 235 06.76–10.77 D 2538MT – GF 667/
GF 111 (19V)17

19.320 HA – 235 06.76–10.77 D 2538MT – GF 667/
GF 111 (19V)17

– –

19.320 U – 235 06.77–12.79 B�ssing D 3256BTXUL – GF 667
/GF 111 (19V)17

– –

19.320 UL – 235 06.77–12.79 D 3256BTXUL – GF 667/
GF 111 (19V)17

– –

19.321 F – 235 01.80–11.82 D 2566MKF – GF 667/
GF 111 (19V)17

– –

19.321 FA – 235 01.80–11.82 D 2566MKF – GF 667/
GF 111 (19V)17

– –

19.321 FLS – 235 01.80–11.82 D 2566MKF – GF 667/
GF 111 (19V)17

– –
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19.321 H 11,4 235 07.80–11.82 D 2566MK – GF 667/

GF 111 (19V)17

– –

19.321 HA 11,4 235 07.80–11.82 D 2566MK – GF 667/
GF 111 (19V)17

– –

19.321 U – 235 01.79–11.82 D 2566MKUL – GF 667/
GF 111 (19V)17

– –

19.321 UL – 235 06.79–11.82 D 2566MKUL – GF 667/
GF 111 (19V)17

– –

19.330 FT – 246 01.75–11.82 D 2530MF – GF 111 (19V) – –
19.330 FT – – 12.82–00.00 D 2530MF – GF 111 (19V) – –
19.331 F 12,0 243 09.85–07.87 D 2866LFZ – GF 667/

GF 111 (19V)17

– –

19.331 FA 12,0 243 09.85–00.00 D 2866LFZ – GF 667/
GF 111 (19V)17

– –

19.331 FL 12,0 243 09.85–07.87 D 2866LFZ – GF 667/
GF 111 (19V)17

– –

19.331 U 12,0 243 08.86–00.00 D 2866LUL – GF 667/
GF 111 (19V)17

– –

19.331 UL 12,0 243 08.86–00.00 D 2866LUL – GF 667/
GF 111 (19V)17

– –

19.360 F 16,0 265 05.78–12.82 D 2530MTXF – GF 667/
GF 111 (19V)17

– –

19.361 F 12,0 265 09.83–03.87 D 2866KFZ – GF 667/
GF 111 (19V)17

– –

19.361 FA 12,0 265 04.85–00.00 D 2866KFZ – GF 667/
GF 111 (19V)17

– –

19.361 FL 12,0 265 09.83–03.87 D 2866KFZ – GF 667/
GF 111 (19V)17

– –

19.361 U 12,0 – 09.83–00.00 - – GF 667/
GF 111 (19V)

– –

19.361 UL 12,0 265 09.83–00.00 D 2866KUL – GF 667/
GF 111 (19V)17

– –

19.390 F 17,4 287 12.82–00.00 D 2540MTF – GF 667/
GF 111 (19V)17

– –

19.390 F (I) – – 11.82–00.00 D 2540MTF – GF 667/
GF 111 (19V)17

– –

19.390 FL 17,4 287 12.82–00.00 D 2540MTF – GF 667/
GF 111 (19V)17

– –

19/20/22.281 F.. – – 12.82–00.00 D 2566MKF – GF 111 (19V) – –
19/20/22.321 F.. – – 02.82–00.00 D 2566MKF – GF 111 (19V) – –
19/20/22.321 U.. – – 12.82–00.00 D 2566MKUL – GF 111 (19V) – –
19/20/22.361 F.. – – 09.83–00.00 D 2866KF – GF 111 (19V) – –
19/22.361 U.. – – 09.83–00.00 D 2866KUL – GF 111 (19V) – –
20.192 DH – 141 05.77–11.82 D 2565M – GF 667/

GF 111 (19V)17

– –

20.192 DH – – 12.82–00.00 D 2565M – GF 111 (19V) – –
20.192 DH – 141 06.76–04.77 D 2555MX – GF 667/

GF 111 (19V)17

– –

20.280 DFAEG 11,4 206 05.78–11.82 D 2566MTFG – GF 667/
GF 111 (19V)17

– –

20.280 DFAEG 11,4 206 12.82–00.00 D 2566MTFG – GF 111 (19V) – –
20.280 FVLS 11,4 206 11.77–12.80 D 2566MTF – GF 667/

GF 111 (19V)17

– –

20.281 FVLS 11,4 206 04.80–11.82 D 2566MKF – GF 667/
GF 111 (19V)17

– –

20.291 FVLS 12,0 213 09.85–11.86 D 2866LFZ – GF 667/
GF 111 (19V)17

– –

20.320 FVLS – 235 11.76–12.76 D 2530MF – GF 667/
GF 111 (19V)17

– –

20.321 FVLS – 235 04.80–11.82 D 2566MKF – GF 667/
GF 111 (19V)17

– –
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20.331 FVLS 12,0 247 09.85–11.86 D 2866LFZ – GF 667/

GF 111 (19V)17

– –

20.361 FVLS 12,0 265 09.83–11.86 D 2866KF – GF 667/
GF 111 (19V)17

– –

22.192 DH – 141 05.77–11.82 D 2565M – GF 667/
GF 111 (19V)

– –

22.192 DH – – 12.82–00.00 D 2565M – GF 111 (19V) – –
22.192 FN – 141 07.71–12.73 D 2156MYN-31 – GF 111 (19V) – –
22.192 FNL – 141 06.77–11.82 D 2565MF – GF 667/

GF 111 (19V)17

– –

22.192 FNL-M – 141 04.78–12.81 D 2565MF – GF 667/
GF 111 (19V)17

– –

22.192 FVL-KO 9,5 141 07.81–11.82 D 2565MF – GF 667/
GF 111 (19V)17

– –

22.200 FNL-M – 147 10.74–03.78 D 2556MF – GF 667/
GF 111 (19V)17

– –

22.216 DH, DHA – 159 05.71–12.73 D 2156HMX-032 – GF 111 (19V) – –
22.220 FNL 11,4 162 10.83–11.86 D 2566MF – GF 667/

GF 111 (19V)17

– –

22.240 FNL – 177 09.73–10.76 D 2556 – GF 111 (19V) – –
22.240 FNL – 177 11.76–11.82 D 2566MF – GF 667/

GF 111 (19V)17

– –

22.240 FVL 11,4 178 10.83–11.86 D 2566MF – GF 667/
GF 111 (19V)17

– –

22.240 H 11,4 178 06.77–11.82 D 2566M – GF 667/
GF 111 (19V)17

– –

22.240 H 11,4 178 12.82–00.00 D 2566M – GF 667/
GF 111 (19V)17

– –

22.240 HA – 177 06.77–12.80 D 2566M – GF 667/
GF 111 (19V)17

– –

22.280 FNL – 206 01.77–12.80 D 2566MTF – GF 667/
GF 111 (19V)17

– –

22.280 HOCLN 11,4 206 05.85–12.86 D 2566MTHO – GF 667/
GF 111 (19V)17

– –

22.281 FNL – 206 04.80–11.82 D 2566MKF – GF 111 (19V) – –
22.281 FNLS – 206 04.80–11.82 D 2566MKF – GF 111 (19V) – –
22.291 FNL 12,0 213 09.85–11.86 D 2866LFZ – GF 667/

GF 111 (19V)17

– –

22.291 VF 12,0 213 11.86–00.00 D 2866LFZ – GF 667/
GF 111 (19V)17

– –

22.320 FNL – 235 11.76–12.80 D 2530MF – GF 667/
GF 111 (19V)17

– –

22.320 FVLS – 235 11.76–12.76 D 2530MF – GF 667/
GF 111 (19V)17

– –

22.320 U, 22.320 UL – – 00.00–00.00 S 12DA – GF 111 (19V) – –
22.321 FNL – 235 04.80–11.82 D 2566MKF – GF 667/

GF 111 (19V)17

– –

22.321 FNLS – 235 04.80–11.82 D 2566MKF – GF 667/
GF 111 (19V)17

– –

22.321 UNL – 235 06.79–11.82 D 2566MKUL – GF 667/
GF 111 (19V)17

– –

22.330 HOCLN 12,0 243 05.85–12.86 D 2866LOH – GF 667/
GF 111 (19V)17

– –

22.331 FNL 12,0 243 09.85–11.86 D 2866LFZ – GF 667/
GF 111 (19V)17

– –

22.331 UNL, UNLW 12,0 243 09.85–11.86 D 2866LU – GF 667/
GF 111 (19V)17

– –

22.361 FNL 12,0 265 09.83–11.86 D 2866KF – GF 667/
GF 111 (19V)17

– –

22.361 UNL, UNLW 12,0 265 09.83–11.86 D 2866KUL – GF 667/
GF 111 (19V)17

– –
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24.192 FVL 9,5 141 11.86–00.00 D 2565MF – GF 667/

GF 111 (19V)17

– –

24.220 FNL 11,4 162 11.86–00.00 D 2566MF – GF 667/
GF 111 (19V)17

– –

24.240 FNL 11,4 178 11.86–00.00 D 2566MF – GF 667/
GF 111 (19V)17

– –

24.240 FVL 11,4 178 11.86–00.00 D 2566MF – GF 667/
GF 111 (19V)17

– –

24.291 FNL 12,0 213 11.86–07.87 D 2866LFZ – GF 667/
GF 111 (19V)17

– –

24.291 FVL 12,0 213 11.86–00.00 D 2866LFZ – GF 667/
GF 111 (19V)17

– –

24.331 FNL 12,0 243 11.86–07.87 D 2866LFZ – GF 667/
GF 111 (19V)17

– –

24.331 FVL 12,0 243 11.86–00.00 D 2866LFZ – GF 667/
GF 111 (19V)17

– –

24.331 UNL 12,0 243 11.86–00.00 D 2866LUL – GF 667/
GF 111 (19V)17

– –

24.361 FNL 12,0 265 11.86–09.87 D 2866KFZ – GF 667/
GF 111 (19V)17

– –

24.361 FVLS 12,0 265 11.86–09.87 D 2866KFZ – GF 667/
GF 111 (19V)17

– –

24.361 UNL 12,0 265 11.86–00.00 D 2866KUL – GF 667/
GF 111 (19V)17

– –

26.230 DH-TM – 169 05.71–12.73 D 2356HMX-060 – GF 111 (19V) – –
26.230 DHA-TM – 169 05.71–12.73 D 2356HMX-060 – GF 111 (19V) – –
26.230 DHK – 169 05.71–12.73 D 2356HMX-060 – GF 111 (19V) – –
26.230 DHKA – 169 05.71–12.73 D 2356HMX-060 – GF 111 (19V) – –
26.230 DHS – 169 05.71–12.73 D 2356HMX-060 – GF 111 (19V) – –
26.230 DHSA – 169 05.71–12.73 D 2356HMX-060 – GF 111 (19V) – –
26.240 DF 11,4 178 01.77–11.82 D 2566MF – GF 111 (19V) – –
26.240 DF – 177 03.74–12.76 D 2556MXF – GF 667/

GF 111 (19V)17

– –

26.240 DFA 11,4 178 04.78–11.82 D 2566MF – GF 667/
GF 111 (19V)17

– –

26.240 DFK, DF-TM – 177 01.77–11.82 D 2566MF – GF 111 (19V) – –
26.240 DFK, DF-TM – 177 03.74–12.76 D 2556MXF – GF 111 (19V) – –
26.240 DF-KO 11,4 178 12.81–11.82 D 2566MF – GF 667/

GF 111 (19V)17

– –

26.240 DH 11,4 178 08.77–11.82 D 2566M – GF 667/
GF 111 (19V)17

– –

26.240 DHA 11,4 178 08.77–11.82 D 2566M – GF 667/
GF 111 (19V)17

– –

26.240 DHAK, DHA-TM – 177 06.76–07.77 D 2556MX – GF 667/
GF 111 (19V)17

– –

26.240 DHK, DH-TM – 177 06.76–07.77 D 2556MX – GF 667/
GF 111 (19V)17

– –

26.256 DF, DFS, DF-TM – 188 08.72–12.74 D 2538MF – GF 111 (19V) – –
26.280 DF – 206 11.76–12.81 D 2566MTF – GF 667/

GF 111 (19V)17

– –

26.280 DFA – 206 11.77–12.81 D 2566MTF – GF 667/
GF 111 (19V)17

– –

26.280 DH – 206 11.77–12.81 D 2566MT – GF 667/
GF 111 (19V)17

– –

26.280 DHA – 206 11.77–12.81 D 2566MT – GF 667/
GF 111 (19V)17

– –

26.281 DF – 206 02.80–11.82 D 2566MKF – GF 667/
GF 111 (19V)17

– –

26.281 DFA – 206 02.80–11.82 D 2566MKF – GF 667/
GF 111 (19V)17

– –
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26.281 DH 11,4 206 03.80–11.82 D 2566MK – GF 667/

GF 111 (19V)17

– –

26.281 DHA 11,4 206 03.80–11.82 D 2566MK – GF 667/
GF 111 (19V)17

– –

26.291 DF 12,0 213 09.85–00.00 D 2866LFZ – GF 667/
GF 111 (19V)17

– –

26.291 DFA 12,0 213 09.85–00.00 D 2866LFZ – GF 667/
GF 111 (19V)17

– –

26.291 DFLS 12,0 213 09.85–00.00 D 2866LFZ – GF 667/
GF 111 (19V)17

– –

26.320 DF – 235 07.72–11.82 D 2530MF, MXF – GF 667/
GF 111 (19V)17

– –

26.320 DFA – 235 07.72–11.82 D 2530MF, MXF – GF 667/
GF 111 (19V)17

– –

26.320 DFLS – 235 07.72–12.80 D 2530MF, MXF – GF 667/
GF 111 (19V)17

– –

26.320 DH – 235 06.76–10.77 D 2538MT – GF 667/
GF 111 (19V)17

– –

26.320 DHA – 235 06.76–10.77 D 2538MT – GF 667/
GF 111 (19V)17

– –

26.321 DF – 235 02.80–11.82 D 2566MKF – GF 667/
GF 111 (19V)17

– –

26.321 DFA – 235 02.80–11.82 D 2566MKF – GF 667/
GF 111 (19V)17

– –

26.321 DH 11,4 235 07.80–11.82 D 2566MK – GF 667/
GF 111 (19V)17

– –

26.321 DHA 11,4 235 07.80–11.82 D 2566MK – GF 667/
GF 111 (19V)17

– –

26.331 DF 12,0 243 09.85–00.00 D 2866LFZ – GF 667/
GF 111 (19V)17

– –

26.331 DFA 12,0 243 09.85–00.00 D 2866LFZ – GF 667/
GF 111 (19V)17

– –

26.331 DFLS 12,0 243 09.85–00.00 D 2866LFZ, – GF 667/
GF 111 (19V)17

– –

26.361 DF 12,0 265 09.83–00.00 D 2866KFZ – GF 667/
GF 111 (19V)17

– –

26.361 DFA 12,0 265 04.85–00.00 D 2866KFZ – GF 667/
GF 111 (19V)17

– –

26.361 DFLS 12,0 265 09.83–00.00 D 2866KFZ – GF 667/
GF 111 (19V)17

– –

26/30.230 DH.. – – 05.71–12.73 D 2356HMX – GF 111 (19V) – –
26/30.256 DH.. – – 05.71–12.73 D 2156MTX – GF 111 (19V) – –
26/32.240 DF.., DH.. – – 12.82–00.00 D 2566M, MF – GF 111 (19V) – –
26/32.281 DF.., DH.. – – 12.82–00.00 D 2566MK, MKF – GF 111 (19V) – –
26/32.320 DF.. – – 12.82–00.00 D 2530MF, MXF – GF 111 (19V) – –
26/32.321 DF.., DH.. – – 12.82–00.00 D 2566MK, MKF – GF 111 (19V) – –
30.230 DHK, DHKA – 169 05.71–12.73 D 2356HMX-060 – GF 111 (19V) – –
30.230 DHS, DHSA – 169 05.71–12.73 D 2356HMX-060 – GF 111 (19V) – –
30.230 DH, DHA – 169 05.71–12.73 D 2356HMX-060 – GF 111 (19V) – –
30.232 VF – 172 03.78–11.82 D 2566MF – GF 667/

GF 111 (19V)17

– –

30.232 VF – 171 01.74–02.78 D 2556MXF – GF 667 (19V) – –
30.232 VFK – 171 01.74–02.78 D 2556MXF – GF 667 (19V) – –
30.232 VFK – 172 03.78–11.82 D 2566MF – GF 667/

GF 111 (19V)17

– –

30.232 VF, VFK – – 12.82–00.00 D 2566MF – GF 111 (19V) – –
30.240 DHAK – 177 06.76–07.77 D 2556MX – GF 667/

GF 111 (19V)17

– –

30.240 DHK – 177 06.76–07.77 D 2556MX – GF 667/
GF 111 (19V)17

– –
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30.240 VF – 117 12.76–11.82 D 2566MF – GF 667/

GF 111 (19V)17

– –

30.281 VF – 206 12.82–00.00 D 2566MKF – GF 111 (19V) – –
30.281 VF – 206 06.80–11.82 D 2566MKF – GF 667/

GF 111 (19V)17

– –

30.281 VFA – 206 05.82–11.82 D 2566MKF – GF 667/
GF 111 (19V)17

– –

30.291 VFA 12,0 213 09.85–11.86 D 2866LFZ – GF 667/
GF 111 (19V)17

– –

30.291 VF, VF-TM 12,0 213 09.85–11.86 D 2866LFZ – GF 667/
GF 111 (19V)17

– –

30.320 DH – 235 06.76–10.77 D 2538MT – GF 111 (19V) – –
30.320 DHA – 235 06.76–10.77 D 2538MT – GF 111 (19V) – –
30.321 VF – 235 06.80–11.82 D 2566MKF – GF 667/

GF 111 (19V)17

– –

30.321 VFA – 235 05.82–11.82 D 2566MKF – GF 667/
GF 111 (19V)17

– –

30.331 VF 12,0 243 09.85–11.86 D 2866LFZ – GF 667/
GF 111 (19V)17

– –

30.331 VFA 12,0 243 09.85–11.86 D 2866 LFZ – GF 667/
GF 111 (19V)17

– –

30.361 VF 12,0 265 09.85–11.86 D 2866KFZ – GF 667/
GF 111 (19V)17

– –

30.361 VFA 12,0 265 09.85–11.86 D 2866KFZ – GF 667/
GF 111 (19V)17

– –

30/33.321 VF – – 12.82–00.00 D 2566MKF – GF 111 (19V) – –
32.232 DHK – 172 06.76–11.82 D 2566M – GF 667/

GF 111 (19V)17

– –

32.232 DH.. – – 12.82–00.00 D 2566M – GF 111 (19V) – –
32.240 DF – 177 01.77–11.82 D 2566MF – GF 667/

GF 111 (19V)17

– –

32.240 DFA 11,4 177 04.78–11.82 D 2566MF – GF 667/
GF 111 (19V)17

– –

32.240 DH 11,4 177 08.77–11.82 D 2566M – GF 667/
GF 111 (19V)17

– –

32.240 DHA 11,4 177 08.77–11.82 D 2566M – GF 667/
GF 111 (19V)17

– –

32.280 DH – 206 11.77–12.81 D 2566MT – GF 667/
GF 111 (19V)17

– –

32.280 DHA – 206 11.77–12.81 D 2566MT – GF 667/
GF 111 (19V)17

– –

32.281 DF – 206 02.80–11.82 D 2566MKF – GF 667/
GF 111 (19V)17

– –

32.281 DFA – 206 02.80–11.82 D 2566MKF – GF 667/
GF 111 (19V)17

– –

32.281 DH 11,4 206 03.80–11.82 D 2566MK – GF 667/
GF 111 (19V)17

– –

32.281 DHA 11,4 206 03.80–11.82 D 2566MK – GF 667/
GF 111 (19V)17

– –

32.291 DF 12,0 213 09.85–00.00 D 2866LFZ – GF 667/
GF 111 (19V)17

– –

32.291 DFA 12,0 213 09.85–00.00 D 2866LFZ – GF 667/
GF 111 (19V)17

– –

32.291 VFAK 12,0 213 11.86–00.00 D 2866LFZ – GF 667/
GF 111 (19V)17

– –

32.320 DFA – 235 11.76–12.81 D2530MF, MXF – GF 667/
GF 111 (19V)17

– –

32.321 DF – 235 02.80–11.82 D 2566MKF – GF 667/
GF 111 (19V)17

– –

32.321 DFA – 235 02.80–11.82 D 2566MKF – GF 667/
GF 111 (19V)17

– –
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32.321 DH 11,4 235 07.80–11.82 D 2566MK – GF 667/

GF 111 (19V)17

– –

32.321 DHA 11,4 235 07.80–11.82 D 2566MK – GF 667/
GF 111 (19V)17

– –

32.331 DF 12,0 243 09.85–00.00 D 2866LFZ – GF 667/
GF 111 (19V)17

– –

32.331 DFA 12,0 243 09.85–00.00 D 2866LFZ – GF 667/
GF 111 (19V)17

– –

32.331 VF 12,0 243 11.86–00.00 D 2866LFZ – GF 667/
GF 111 (19V)17

– –

32.331 VFAK 12,0 243 11.86–00.00 D 2866 LFZ – GF 667/
GF 111 (19V)17

– –

32.361 DF 12,0 265 09.83–00.00 D 2866KFZ – GF 667/
GF 111 (19V)17

– –

32.361 DFA 12,0 265 04.85–00.00 D 2866KFZ – GF 667/
GF 111 (19V)17

– –

32.361 F 12,0 265 11.86–00.00 D 2866KFZ – GF 667/
GF 111 (19V)17

– –

32.361 VFAK 12,0 265 11.86–00.00 D 2866KFZ – GF 667/
GF 111 (19V)17

– –

33.321 VF – 235 12.80–11.82 D 2566MKF – GF 667/
GF 111 (19V)17

– –

33.331 VF 12,0 235 09.85–00.00 D 2866LFZ – GF 667/
GF 111 (19V)17

– –

33.365 DF 18,3 268 08.80–11.82 D 2840MF – GF 667/
GF 111 (19V)17

– –

33.365 DF.. – – 12.82–00.00 D 2840MF – GF 111 (19V) – –
38.320 DFAK – 235 05.76–11.82 D 2530MF, MFX – GF 667/

GF 111 (19V)17

– –

38.320 DFAS – 235 05.76–11.82 D 2530MF, MXF – GF 667/
GF 111 (19V)17

– –

38.320 DF.. – – 12.82–01.83 D 2530MF, MXF – GF 111 (19V) – –
40.400 DF 15,9 294 06.79–12.82 D 2530MTXF – GF 667/

GF 111 (19V)17

– –

40.400 DFA 15,9 294 06.79–12.82 D 2530MTXF – GF 667/
GF 111 (19V)17

– –

40.440 DF 17,4 324 10.81–11.82 D 2540MTF – GF 667/
GF 111 (19V)17

– –

40.440 DFA 17,4 324 10.81–11.82 D 2540MTF – GF 667/
GF 111 (19V)17

– –

41.361 VFS 12,0 265 01.85–00.00 D 2866KFZ – GF 667/
GF 111 (19V)17

– –

48.321 VFAK – – 04.83–00.00 D 2566MKF – GF 111 (19V) – –
48.321 VFAK 11,4 235 04.83–11.85 D 2566MKF – GF 667/

GF 111 (19V)17

– –

48.331 VFAK 12,0 243 09.85–00.00 D 2866LFZ – GF 111 (19V) – –
12-Volt-Anlagen – – 00–00–00.00 597-02 – GF 154 (11V) – –
12-Volt-Anlagen – – 00.00–00.00 797-02 – GF 154 (11V) –
12-Volt-Anlagen – – 00.00–00.00 712-01 – GF 154 (11V) – –
12-Volt-Anlagen – – 00.00–00.00 712-02 – GF 154 (11V) – –
12-Volt-Anlagen – – 00.00–00.00 712-03 – GF 154 (11V) –
12-Volt-Anlagen – – 00.00–00.00 712-05 – GF 154 (11V) – –
12-Volt-Anlagen – – 00.00–00.00 720-05 – GF 154 (11V) – –

MASSEY-FERGUSON-HANOMAG
6500 Series – – 01.73–00.00 Perkins A4-212 – GF 154 (11V) – –
7500 Series – – 01.73–00.00 Perkins A4-236 – GF 154 (11V) – –
9500 Series – – 01.73–00.00 Perkins A6-351.1 – GF 154 (11V) – –
Clutch, Reversomatic – – 01.70–00.00 Perkins AD3-152 – GF 154 (11V) – –
D 66 C – 147 01.75–06.80 Hanomag D 963A1 – GF 667 (19V) – –
FE 35 Tractor De-Luxe – – 01.70–00.00 Perkins A3-152 – GF 154 (11V) – –
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MASSEY-FERGUSON-HANOMAG
FE 35 X Tractor – – 01.64–00.00 Perkins A3-152 – GF 154 (11V) – –
I.C.M. Arron MF 80 Backhoe Loader – – 01.71–00.00 Perkins A6-354.1 – GF 154 (11V) – –
Landini 12500 – – 01.77–00.00 Perkins A6-354.4 – GF 154 (11V) – –
MF 20 Tractor – – 01.70–00.00 Perkins AD3-152 – GF 154 (11V) – –
MF 30 Tractor – – 01.69–00.00 Perkins AD4-212 – GF 154 (11V) – –
MF 42-8 Tractor – – 01.64–00.00 Perkins A3-152 – GF 154 (11V) – –
MF 44 Crawler – – 01.69–00.00 Perkins AD3-152 – GF 154 (11V) – –
MF 44 Shovel Loader – – 01.70–00.00 Perkins A6-354(1) – GF 154 (11V) – –
MF 50 11 SKD Unit – – 01.73–00.00 Perkins AD4-212 – GF 154 (11V) – –
MF 50 B Industrial Tractor – – 01.77–00.00 Perkins 4-236 – GF 154 (11V) – –
MF 50 Tractor – – 01.73–00.00 Perkins AD4-212 – GF 154 (11V) – –
MF 65 Mk 11 Tractor – – 01.69–00.00 Perkins AD4-203 – GF 154 (11V) – –
MF 65 RX Tractor – – 01.72–00.00 Perkins AD4-203 – GF 154 (11V) – –
MF 65 Tractor – – 01.69–00.00 Perkins A4-203 – GF 154 (11V) – –
MF 80 Backhoe Loader – – 01.71–00.00 Perkins A6-354.1 – GF 154 (11V) – –
MF 80 Loader – – 01.71–00.00 Perkins A6-354 – GF 154 (11V) – –
MF 81 Harvester – – 01.69–00.00 Perkins A4-236 – GF 154 (11V) – –
MF 95 Tractor – – 01.72–00.00 Perkins 6-357 – GF 154 (11V) – –
MF 100 C Crawler T. – – 01.73–00.00 Perkins AD3-152 – GF 154 (11V) – –
MF 133 Super Tractor – – 01.73–00.00 Perkins A3-144 – GF 154 (11V) – –
MF 135 Tractor – – 01.65–00.00 Perkins AD3-152 – GF 154 (11V) – –
MF 135 Tractor (8 Gears) – – 01.69–00.00 Perkins A3-144 – GF 154 (11V) – –
MF 135 Tractor – – 01.73–00.00 Perkins AD3-152 – GF 154 (11V) – –
MF 140 Multipower Tractor (8 Gear) – – 01.69–00.00 Perkins AD3-152 – GF 154 (11V) – –
MF 140 Tractor (8 Gear) – – 01.73–00.00 Perkins AD3-152 – GF 154 (11V) – –
MF 145 Tractor (France) – – 00.72–00.00 Perkins AD3-152 – GF 154 (11V) – –
MF 148 Tractor – – 00.71–00.00 Perkins AD3-152 – GF 154 (11V) – –
MF 148 Tractor (France) (8 Gear) – – 00.72–00.00 Perkins AD3-152 – GF 154 (11V) – –
MF 158 Tractor (France) – – 00.71–00.00 Perkins AD4-203 – GF 154 (11V) – –
MF 165 Mk 111 Tractor (Italy) – – 00.68–00.00 Perkins A4-21 – GF 154 (11V) – –
MF 165 Mk III Tractor – – 01.71–00.00 Perkins A4-212 (TCA) – GF 154 (11V) – –
MF 165 Tractor – – 01.73–00.00 Perkins 4-212 – GF 154 (11V) – –
MF 165 Tractor – – 01.73–00.00 Perkins AD4-212 – GF 154 (11V) – –
MF 165 Tractor – – 01.72–00.00 Perkins AD4-212 – GF 154 (11V) – –
MF 165 Tractor – – 01.74–00.00 Perkins A4-212 – GF 154 (11V) – –
MF 168 Tractor – – 00.71–00.00 Perkins AD4-236 – GF 154 (11V) – –
MF 168 (Multipower) Tractor (France) – – 00.73–00.00 Perkins AD4-236 – GF 154 (11V) – –
MF 174 C, MF 174 Tractor (Italy) – – 00.73–00.00 Perkins A4-212 – GF 154 (11V) – –
MF 177 Tractor – – 00.73–00.00 Perkins A4-248 – GF 154 (11V) – –
MF 178 Tractor (Germany) – – 00.68–00.00 Perkins A4-248 – GF 154 (11V) – –
MF 184 Crawler Tractor (Italy) – – 00.73–00.00 Perkins A4-236 – GF 154 (11V) – –
MF 185 Tractor – – 00.73–00.00 Perkins AD4-248 – GF 154 (11V) – –
MF 185 Tractor (France) (8 Gears) – – 00.73–00.00 Perkins AD4-248 – GF 154 (11V) – –
MF 186 Combine (Germany) – – 00.68–00.00 Perkins A4-212 – GF 154 (11V) – –
MF 187 Combine (Germany) – – 00.68–00.00 Perkins A4-236 – GF 154 (11V) – –
MF 188 Tractor – – 00.71–00.00 Perkins A4-248 – GF 154 (11V) – –
MF 203 X + MF 205 X Industrial Tractors – – 00.64–00.00 Perkins A3-152 – GF 154 (11V) – –
MF 206 Tractor (France) – – 00.73–00.00 Perkins A4-236 – GF 154 (11V) – –
MF 235, MF 245, MF 255 Tractor
(France)

– – 00.77–00.00 Perkins AD3-152 – GF 154 (11V) – –

MF 240 Tractor – – 00.79–00.00 Perkins AD3-152 – GF 154 (11V) – –
MF 244 Crawler Tractor (Landini) – – 00.68–00.00 Perkins A3-152 – GF 154 (11V) – –
MF 260 Tractor (France) – – 00.77–00.00 Perkins AD4-203 – GF 154 (11V) – –
MF 265 Tractor – – 00.75–00.00 Perkins A4-236 – GF 154 (11V) – –
MF 265 Tractor (France) – – 00.75–00.00 Perkins A4-236 – GF 154 (11V) – –
MF 275 Tractor (France) – – 00.75–00.00 Perkins A4-236, A4-248 – GF 154 (11V) – –
MF 285 Tractor (France) – – 00.75–00.00 Perkins A4-248 – GF 154 (11V) – –
MF 300 D.D. Crawler – – 00.73–00.00 Perkins A4-318 – GF 154 (11V) – –
MF 307 Combine (France) – – 00.73–00.00 Perkins A4-236 – GF 154 (11V) – –
MF 350 S Excavator – – 00.71–00.00 Perkins A4-248 – GF 154 (11V) – –
MF 400 Crawler T. – – 00.73–00.00 Perkins A6-354 – GF 154 (11V) – –
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MASSEY-FERGUSON-HANOMAG
MF 400 DD – – 00.73–00.00 Perkins A6-354 – GF 154 (11V) – –
MF 400-7 Combine – – 00.64–00.00 Perkins A4-300 – GF 154 (11V) – –
MF 500 (ICM) Crawler Tractor (Italy) – – 00.68–00.00 Perkins AV8-510 – GF 154 (11V) – –
MF 535 Tractor (France) – – 00.77–00.00 Perkins AD3-152 – GF 154 (11V) – –
MF 550 Tractor Cab Model – – 00.76–00.00 Perkins AD3-152 – GF 154 (11V) – –
MF 565 Tractor – – 00.75–00.00 Perkins A4-236 – GF 154 (11V) – –
MF 565 Tractor Cab Model – – 00.76–00.00 Perkins A4-236 – GF 154 (11V) – –
MF 575 Tractor Cab Model – – 00.76–00.00 Perkins A4-236 – GF 154 (11V) – –
MF 575 Tractor (France) – – 00.76–00.00 Perkins A4-236 – GF 154 (11V) – –
MF 585 Tractor – – 00.76–00.00 Perkins A4-236 – GF 154 (11V) – –
MF 590 Tractor Cab Model – – 00.76–00.00 Perkins A4-248 – GF 154 (11V) – –
MF 590 Tractor (France) – – 00.76–00.00 Perkins A4-248 – GF 154 (11V) – –
MF 595 Tractor (France) – – 00.76–00.00 Perkins A4-318 – GF 154 (11V) – –
MF 630 Combine – – 00.64–00.00 Perkins A4-107 – GF 154 (11V) – –
MF 765 Tractor – – 00.65–00.00 Perkins AD4-203 – GF 154 (11V) – –
MF 1080 Phase III Tractor – – 01.73–00.00 Perkins A4-3181 – GF 154 (11V) – –
MF 1100 Tractor – – 01.77–00.00 Perkins A6-354.4 – GF 154 (11V) – –
MF 1104 Wheeled Tractor – – 01.73–00.00 Perkins A6-354 – GF 154 (11V) – –
MF 1114 Tractor – – 01.77–00.00 Perkins A6-354.4 – GF 154 (11V) – –
MF 2203 & MF 2205 Industrial Tractor – – 01.68–00.00 Perkins AD3-152 – GF 154 (11V) – –
MF 2203, MF 2205 Tractors – – 01.69–00.00 Perkins AD3-152 – GF 154 (11V) – –
MF 2244 Tractor – – 01.68–00.00 Perkins AD3-152 – GF 154 (11V) – –
MF 3165 R + S Tractor – – 01.69–00.00 Perkins AD4-203 – GF 154 (11V) – –
MF 3303 Industrial Tractor – – 01.69–00.00 Perkins A4-212 – GF 154 (11V) – –
MF 3303 Tractor – – 01.68–00.00 Perkins AD4-203 – GF 154 (11V) – –
MF 3303 & MF 3305 Tractors – – 01.68–00.00 Perkins A4-212 – GF 154 (11V) – –
MF 3303/5 Industrial Tractor – – 01.68–00.00 Perkins AD4-203 – GF 154 (11V) – –
MF 3305 Industrial Tractor – – 01.68–00.00 Perkins AD4-203 – GF 154 (11V) – –
MF 3366 (ICM) Crawler Truck – – 01.68–00.00 Perkins A4-248 – GF 154 (11V) – –
MF 4488 Crawler T. – – 01.69–00.00 Perkins A6-354 – GF 154 (11V) – –
MF 148 Tractor – – 00.71–00.00 Perkins AD3-152 – GF 154 (11V) – –
MF 50 Phase 11 SKD Unit – – 00.71–00.00 Perkins A4-212 – GF 154 (11V) – –
Tractor M 135 (12" Clutch) – – 00.71–00.00 Perkins AD3-152 – GF 154 (11V) – –
MF 148 Tractor – – 00.71–00.00 Perkins AD3-152 – GF 154 (11V) – –
MF 1200 4 WD Tractor – – 00.71–00.00 Perkins A6-354.1 – GF 154 (11V) – –

MENGELE
G 8 – – 00.00–00.00 KHD F6L912 6 GF 167 (19V) – –
G 12 – – 01.74–00.00 KHD F6L413 6 GF 167 (19V) – –
G 16 – – 04.74–00.00 KHD F8L413 8 GF 167 (19V) – –
HM 1024 – – 04.72–00.00 KHD F4L912 4 GF 683 (9,5V) – –

O & K (ORENSTEIN & KOPPEL)
AS 150 – – 00.00–00.00 113 R 4 DL 1 GD 318 (1,7V) GDS 3 KOS 17
AS 150 – – 00.00–00.00 316 V 2 DK 2 GD 255 (1,7V) – KOSK 17
L 7 – – 00.00–00.00 KHD F3L912 3 GF 167 (19V) – –
L 10 – – 00.00–00.00 KHD F4L912 4 GF 167 (19V) – –
L 15 – – 00.00–00.00 KHD F5L912 5 GF 167 (19V) – –
L 20 – – 01.74–00.00 KHD BF6L913 6 GF 167 (19V) – –
MH 3,4 – – 00.00–00.00 KHD F3L912 3 GF 167 (19V) – –
MH 4,6 – – 00.00–00.00 KHD F4L912 4 GF 167 (19V) – –
MH 6 – – 00.00–00.00 KHD F5L912 5 GF 167 (19V) – –
MH 6 – – 09.76–00.00 KHD F6L912 6 GF 167 (19V) – –
Motrak S 10 – – 00.00–00.00 KHD F1L411D 1 GH 760 (11V) – –
Motrak S 16 – – 00.00.00–00 KHD F2L411D 2 GH 760 (11V) – –
Radlader L 4 – – 00.00–00.00 KHD F2L411D 2 GH 760 (11V) – –
Radlader L 5 – – 00.00–00.00 KHD F2L411D 2 GH 760 (11V) – –
Radlader L 5 C – – 00.00–00.00 KHD F2L511D 2 GH 760 (11V) – KOSK 17
RH 3, RH 4 – – 00.00–00.00 KHD F3L912 3 GF 167 (19V) – –
RH 4, RH 6 – – 00.00–00.00 KHD F4L912 4 GF 167 (19V) – –
RH 6 – – 00.00–00.00 KHD F5L912 5 GF 167 (19V) – KOSK 17
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O & K (ORENSTEIN & KOPPEL)
RH 6, RH 9 – – 00.00–00.00 KHD F6L912 6 GF 167 (19V) – KOSK 17
Kompressoren:
K 2 – – 00.00–00.00 116, 316 V 2 MK 1 GD 255 (1,7V) – KOSK 17
K 4 – – 00.00–00.00 116, 316 V 4 MK 2 GD 255 (1,7V) – KOSK 17
K 6 – – 00.00–00.00 116 V 6 MK 3 GD 255 (1,7V) – KOSK 17
K 8 – – 00.00–00.00 116 V 4MK,

316 V 4 MK
2x2 GD 255 (1,7V) – KOSK 17

K 12 – – 00.00–00.00 116 V 6 MK 2x3 GD 255 (1,7V) – KOSK 17
V 16/20 FLT – – 01.73–00.00 Perkins 4-203 (1) – GF 154 (11V) – –
V 25 Fork Lift Truck – – 01.75–00.00 Perkins 4-203 – GF 154 (11V) – –

PERKINS
504-2 2,0 29 01.88–12.94 Perkins BA 80457 4 GV 798 (11,5 V) – –

PEUGEOT Station�rmotoren
C 25 0,9 11 10.67–12.79 - – GV 107 (10,5V) – –
C 28 1,0 15 10.67–12.79 - – GV 107 (10,5V) – –
C 38 1,5 22 10.67–12.79 - – GV 107 (10,5V) – –
CX 2/2 0,9 11,4 10.67–12.79 - – GV 107 (10,5V) – –

POCLAIN
TC 45, TY 45 – – 01.69–00.00 - – GF 683 (9,5V) – –
TY 2 P – – 01.69–01.80 KHD F4L912 4 GF 683 (9,5V) – –

SAME
Buffalo 120 – – 07.74–12.77 DA 1056 (040-1056) – GF 683 (9,5V) – –
Centurion 70 – – 01.78–08.82 984P – GF 683 (9,5V) – –
Corsaro 70 Sincron – – 01.78–12.80 984P – GF 683 (9,5V) – –
Drago, Allrad – – 11.71–12.77 037-986 – GF 683 (9,5V) – –
Jaguar 95, 100 – – 01.78–09.80 1054P – GF 683 (9,5V) – –
Vigneron 35 – – 03.78–12.81 982L – GF 683 (9,5V) – –
Vigneron 45 – – 03.78–01.82 983L – GF 683 (9,5V) – –
Vigneron Synchro 60 – – 03.78–00.00 1053P – GF 683 (9,5V) – –

SAME Traktoren
105 2 LP, 3P, 4P 2,1 29–62 09.80–00.00 - 4,2 GF 167 (19V) – –
105 2 LP, 3P, 4P (24 V) 2,1 29–62 01.86–00.00 - 4,2 GF 683 (9,5V) – –
Aurora 45 2,7 33 03.73–10.81 - – GF 683 (9,5V) – –
Buffalo 130 6,2 92 01.78–10.81 - – GF 683 (9,5V) – –
Centauro 70 Exp./Special – 50 12.81–08.82 - – GF 683 (9,5V) – –
Centauro 70 Exp./Special 3,8 50 09.82–10.87 - – GF 683 (9,5V) – –
Centurion 75, 75 Export/Special 3,6 53 01.81–01.81 - – GF 683 (9,5V) – –
Centurion 75, 75 Export/Special 4,2 55 11.78–05.88 - – GF 683 (9,5V) – –
Condor 55 2,7 38 02.79–10.81 - – GF 683 (9,5V) – –
Corsaro Frutteto 70 3,6 49–51 10.81–03.88 - – GF 683 (9,5V) – –
Corsaro Synchro 70 3,6 49–51 03.78–12.80 - – GF 683 (9,5V) – –
Delfino 35 1,8 25 01.72–10.81 - – GF 683 (9,5V) – –
Drago 120 6,2 85 01.70–05.86 - – GF 683 (9,5V) – –
Explorer 60 Exp./Special 3,0 44 06.86–00.00 - – GF 683 (9,5V) – –
Explorer 70 Exp./Special 4,0 51 07.86–00.00 - – GF 683 (9,5V) – –
Explorer 80 Exp./Special 4,0 59 07.86–00.00 - – GF 683 (9,5V) – –
Explorer 90 Exp./Special Turbo 4,0 65 06.86–00.00 - 4,0 GF 683 (9,5V) – –
Falcon 2,7 37 07.75–09.80 - – GF 683 (9,5V) – –
Frutteto 60 3,0 44 04.87–00.00 - – GF 683 (9,5V) – –
Frutteto 75 4,0 55 04.87–00.00 – GF 683 (9,5V) – –
Galaxy 170 6,2 121 06.83–00.00 - – GF 683 (9,5V) – –
Hercules 160 6,2 118 06.79–10.83 - – GF 683 (9,5V) – –
Jaguar 4,2 60 09.78–09.80 - – GF 683 (9,5V) – –
Jaguar 95, 100 5,2 69–72 02.79–03.84 - – GF 683 (9,5V) – –
Laser 90 4,2 65 03.84–03.89 - – GF 683 (9,5V) – –
Laser 150 6,2 107 03.83–00.00 - – GF 683 (9,5V) – –
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SAME Traktoren
Leopard 85, Export, 90 Turbo 4,2 60–61 01.78–03.84 - – GF 683 (9,5V) – –
Mercury 4,2 63 01.81–10.87 - – GF 683 (9,5V) – –
Minitauro 60 3,1 41 01.74–09.80 - – GF 683 (9,5V) – –
Panther 90 4,5 65 01.78–09.80 - – GF 683 (9,5V) – –
Panther 95 5,2 69 02.79–10.81 _ – GF 683 (9,5V) – –
Saturno Synchro 80 4,2 59 02.79–12.80 - – GF 683 (9,5V) – –
Sirenetta 1,8 22 01.72–10.81 - – GF 683 (9,5V) – –
Solar 50 2,7 37 06.86–00.00 - – GF 683 (9,5V) – –
Solar 60 3,1 44 06.86–00.00 - – GF 683 (9,5V) – –
Taurus 60 3,1 43 11.78–12.84 - – GF 683 (9,5V) – –
Taurus C 3,1 46 12.81–12.83 - – GF 683 (9,5V) – –
Tiger 100 5,2 75 01.77–09.80 - – GF 683 (9,5V) – –
Six 105 5,7 77 03.82–10.83 100.6P – GF 683 (9,5V) – –
Tiger Six 105 5,4 77 01.77–10.83 986P – GF 683 (9,5V) – –
Tirdent 130 6,2 92 06.81–10.83 - – GF 683 (9,5V) – –

SAVIEM
15.168 HA – 124 01.74–12.76 MAN D 2555M – GF 111 (19V) – –
15.168 HA – 124 01.77–06.80 MAN D 2555M – GF 667/

GF 111 (19V)17

– –

19.168 H 17 – 124 01.74–12.76 MAN D 2555M – GF 111 (19V) – –
19.168 H 17 – 124 01.77–06.80 MAN D 2555M – GF 667/

GF 111 (19V)17

– –

26.240 DHPM – 195 01.74–12.76 MAN D 2556MX – GF 111 (19V) – –
26.240 DHPM – 195 01.77–06.80 MAN D 2556MX – GF 667/

GF 111 (19V)17

– –

32.256 DHA – 209 01.74–12.76 MAN D 2538MT – GF 111 (19V) – –
32.256 DHA – 209 01.77–06.80 MAN D 2538MT – GF 667/

GF 111 (19V)17

– –

E 7, L, M – 173 01.72–06.80 MAN D 2156
HM 6 HDX

– GF 111 (19V) – –

E 7, L, M – 169 01.74–06.80 MAN D 2356HM 5 H – GF 111 (19V) – KOS 09/40
EPG 5510 – 235 01.75–06.80 MAN D 2530MF – GF 111 (19V) – –
LKW-Fulgur – – – 580/2, 591/592 4 GV 107 (10,5V) – –
LKW-Fulgur – – – 580, 591, 597 6 GF 154 (11V) – –
LKW-Fulgur – – – 712, 817 6 GF 154 (11V) – –

SLANZI
DVA 920 – – 01.68–00.00 - – GH 760 (11V) – –
DVA 1030 – – 04.74–00.00 - – GH 760 (11V) – –
DVA 1550 – – 04.74–00.00 - – GH 760 (11V) – –
DVA 1550 S 2 – – 10.83–00.00 - – GH 760 (11V) – –
DVA 1750 – – 01.78–00.00 - – GH 760 (11V) – –
DVA 1750 S – – 04.84–00.00 - – GH 760 (11V) – –
DVA 1800 – – 02.80–00.00 - – GH 760 (11V) – –
DVA 2350 – – 01.84–00.00 - – GH 760 (11V) – –
DVA 2700 – – 02.80–00.00 - – GH 760 (11V) – –
DVA 3600 – – 11.78–00.00 - – GH 760 (11V) – KOSK 17
DVA 3600 TB – – 01.84–00.00 - – GH 760 (11V) – KOSK 17
SG 2 – – – - – GF 154 (11V) – –

STEYR (STEYR-DAIMLER-PUCH AG)
80 a – – 00.00–00.00 WD 113 1 GD 294 (1,7V) GDS 3 KOSK 17
84, 86, a – – – WD 113a 1 GD 294 (1,7V) GDS 3 KOSK 17
86 – – 01.64–01.77 WD 113 A – GD 294 (1,7V) GDS 3 KOSK 17
180 A – – 00.00–00.00 WD 213a 2 GD 294 (1,7V) GDS 3 KOSK 17
182, 182 A – – 00.00–00.00 WD 213C 2 GD 294 (1,7V) GDS 3 KOSK 17
188, 188 N – – 00.00–00.00 WD 209 2 GV 198 (10,5V) – KOSK 17
190 – – 00.00–00.00 WD 306A 3 GV 198 (10,5V) – KOS 09/40
280 – – 00.00–00.00 WD 213T 4 GD 294 (1,7V) GDS 3 KOSK 17
288, 290 – – 00.00–00.00 WD 406A 4 GV 198 (10,5V) – KOSK 17
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STEYR (STEYR-DAIMLER-PUCH AG)
380 – – 00.00–00.00 WD 413 4 GD 294 (1,7V) GDS 3 KOSK 17
586 – – 00.00–00.00 WD 609H 6 GV 198 (10,5V) – –
780, 780 E – – 00.00–00.00 WD 609E 6 GV 198 (10,5V) – –
780, 780 Z – – 00.00–00.00 WD 609F 6 GV 198 (10,5V) – –
880, 880 Z – – 00.00–00.00 WD 614 6 GV 198 (10,5V) – –
890, 150 – – 00.00–00.00 WD 609/60 6 GV 198 (10,5V) – –
8060, A – – 01.80–00.00 WD 311.40, 311.41 – GH 760 (11V) – –
8070, A 01.80–06.82 WD 411.41, 411.42 – GH 760 (11V) – –
8080, A – – 01.80–00.00 WD 411.85, 411.86 – GH 760 (11V) – –
8100, A – – 12.78–00.00 WD 611.40, 611.41 – GH 760 (11V) – –
8120, A – – 12.78–06.82 WD 611.85, 611.86 – GH 760 (11V) – –
City-Bus SC 6 F 55 – – 01.75–12.80 OM 615.942 – GD 382 (0,9V) – –
City-Bus SC 6 F 55 – – 01.81–03.82 OM 616 – GD 382 (0,9V) – –
City-Bus SC 6 F 55 – – 04.82–00.00 OM 616 – GV 603 (11V) – –
W 680, 680 Z – – 00.00–00.00 WD 609 G 6 GV 198 (10,5V) – KOSK 17
W 680, 680 Z – – 04.82–00.00 OM 616 – GV 603 (11V) – –

STIHL
381 S – – 00.00–00.00 131A, 131B 4 GD 220 (1,7V) – KOSK 17
383 – – 00.00–00.00 MWM-AKD 10Z 2 GV 119 (9,5V) – –

VOLKSWAGEN (Station�rmotoren)
Alle Modelle – – 09.77–00.00 - – GN 857 (11V) – –

VOLVO PENTA
AQD 21 A – – 01.68–12.79 XDP 4/90 – GV 107 (10,5V) – –
AQD 21 A (24 V) – – 01.68–12.79 XDP 4/90 – GV 117 (22,5V) – –
AQD 32 A – – 08.69–12.77 XPD 4/90 – GV 107 (10,5V) – –
AQD 32 A (24 V) – – 08.69–12.77 XDP 4/90 – GV 117 (22,5V) – –
MD 21 A – – 01.68–07.79 XDP 4/90 – GV 107 (10,5V) – –
MD 21 A (24 V) – – 01.68–07.79 XPD 4/90 – GV 117 (22,5V) – –
MD 21 B (24 V) – – 08.79–00.00 - – GV 117 (22,5V) – –
MD 32 A – – 08.69–12.77 XPD 6/90 – GV 107 (10,5V) – –
MD 32 A (24 V) – – 08.69–12.77 XDP 6/90 – GV 117 (22,5V) – –
TAMD 70 B – – 03.71–12.74 - – GF 667 (19V) – –
TAMD 70 C – – 01.75–06.79 - – GF 667 (19V) – –
TAMD 70 D – – 12.78–00.00 - – GF 667 (19V) – –
THAMD 70 B – – 03.71–12.74 - – GF 667 (19V) – –
THAMD 70 C – – 01.75–06.79 - – GF 667 (19V) – –

ZETTELMEYER
Europ L 1200 – – 00.00–00.00 KHD F6L714 6 GV 170 (10,5V) – –
Europ L 1500 – – 00.00–00.00 KHD F6L514 6 GV 197 (9,5V) – KOS 10/30
Europ L 2000 – – 00.00–00.00 KHD F8L714 8 GV 197 (9,5V) – –
Europ S – – 00.00–00.00 KHD F3L514 3 GV 170 (10,5V) – KOS 17
Europ S, Europ L 500, VTM – – 00.00–00.00 KHD F2L514 2 GV 170 (10,5V) – –
MT 6,5; M 6;M 8;M 9;M 10, VT M – – 00.00–00.00 KHD F2L514 2 GD 368 (0,9V) GDS 3 KOS 17
VA 3 – – 00.00–00.00 KHD F2L712 2 GV 107 (10,5V) – –
VT 7 – – 01.62–12.72 KHD F3L514 3 GD 368 (0,9V) GDS 3 KOSK 17
VTL, VT 2 – – 00.00–00.00 KHD F2L410 2 GV 144 (9,5V) – KOS 17
VTS, VTSA – – 07.71–06.74 KHD F4L912 – GF 683 (9,5V) – KOSK 17
�ltere Modelle – – 00.00–00.00 KHD-Motor – GD 368 (0,9V) GDS 3 KOSK 17
�ltere Modelle – – 00.00–00.00 MWM-Motor – GD 294 (1,7V) GDS 3 –
�ltere Modelle 00.00–00.00 KHD F2L812 2 GV 108 (9,5V) –

kW |

113


	Schaltfläche3: 
	Schaltfläche4: 


